Shin Yi

Déc tinh - Features:

Van dudc thiét k& tién tién, tiét
kiem lyc va dé dangbdotn.
Advanced design, less force &
casy for maintenance.

Than va ndp van dugc ché tao W
gang cau cao cip, trong lugng van
nho hon 20-30% so véi van dugc
ch&taolir gang xam.

Body & Cover are made of high
grade Ductile iron, less weight
20% - 30% than Cl valves.

Thén van duoc thiét k& phing dé
tranh bi ket. La van dugc boc cao
su cao cap dap ting cac tieu chuén
an loan cho nuGcudng.

Flat body design to avoid
clogging. Wedge covered by high
- grade rubber which satisfies for
drinking water system.

C4 trong va ngoai van déu dugc
bao phii b&ng son epoxy dé chéng
sy an mon cda moi lruong. Do day
son Epoxy=300pm

Both inside & outside arc coaled
with epoxy resin powder.Epoxy
coaling thickncss = 300pum

Thiét k& theo tiéu chudn - Design
Standard: BS 5163-1 /SO 7259 /
AWWA C509.

Tiéu chuén gidta hai mat bich - Face
to Face Standard: BS EN 558-1
Table 1 Series 3 /1SO 5752 Table 1
Series, ASME B16.10, BSEN1074-
1/Mounting Flange 1ISO 5211

K&t noi theo tiéu chudn -
Connection Standard: BS EN 1092-
2/1S0 7005-2 / JIS B2220 / ASME
1316.42

RV/RR - VAN CONG LA VAN BQC CAO SU

RV/RR - RESILIENT SEATED GATE VALVES

RV/RR - Van c8ngla mdt loai van dugc lam kin bing I4 van boc cao
su véi dai 8¢ ¢d dinh trén I van. Van hoat dong nhe khong bi ket
va bianmon hdahgc.

RV/RR - Gate valve is a kind of rubber Seated Gate Valves with
fixed nuts on the wedge. The Valve is light operating, no clogging
and no corrosion, good resilient memory & long life service.

Linh vuc dng dung - Field Services:

Van dugc Ging dyng trong cac nganh cap thoat nudc, trong hé thdng HVAC, hé
théng PCCC...

Suitable for water supply. Drainage & water circulation. Heat & cooling system
Including, Air-Conditioning. Fire-fighting & Irrigation System.

Théng sé ky thuat -Technical data:

Kich thuéc - Size range: DN50 - DN600 mm

Ap suét lam viéc - Pressure rating: 10, 16, 20, 25 kgffcm’

Nhiét d6 lam viéc - Working Temp: -10° ~ 80°C

M6i trusng lam viéc - Flow Media: Nube, nuée thai, nuée nhigm man
Water, sewage, salt water.

K&t ndi theo tiéu chudn mat bich - Flange standard.
PN10/PN16/PN20/ JIS 10K / ANSI 150-LB
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Model/N L D K n-0d C
odel/No- PN10 PN16 PN10 PN16 PN10 PN16 PN10 PN16
RRHX-0050 178 165 125 4-019 19
RRHX-0065 190 185 145 4-019 19
RRHX-0080 203 200 160 8-019 19
RRHX-0100 229 220 180 8-019 19
RRHX-0125 229 250 210 8-019 19
RRHX-0150 267 285 240 8-023 19
RRHX-0200 292 340 295 8-023 12-923 20
RRHX-0250 330 405 350 365 12-023 12-028 22
RRHX-0300 356 460 400 410 12-023 12-028 245

Parts List & Material

No Part Name

1 Body

2 Wedge

3 Pin

4 Wedge Nut
S Stem

6 Bonnet Gasket
7 Bolt

8 Bonnet

E) O-Ring

10 O-Ring

11 O-Ring

12 Press Bushing
13 Gland

14 Yoke

15 Bolt

16 Nuts

17 Washer

18  Stem Nut Couple
19 Washer

20 Handwheel

Material
Ductile Iron

Ductile Iron+ Vulcanized Rubber

Stainless Steel
Bronze
Stainless Steel
Rubber
Carbon Steel/Stainless Steel
Ductile Iron
Rubber
Rubber
Rubber
Carbon Steel Zincification
Ductile Iron
Ductile Iron
Carbon Steel/Stainless Steel
Carbon Sleel/Stainless Sleel
Carbon Steel/Stainless Steel
Bronze
Brass
Carbon Steel

Materials Code
ASTM A536/EN GJS 500-7
ASTM A536/EN GJS 500-7
DI+EPDM
AISI 304/316L
ASTM € 51900
AlS| 410/ 304/ 316L
EPDM / NBR
A105 / AISI304
ASTM A536/EN GJS 500-7
NBR
NBR
NER
ASTM A105
ASTM A536/EN GJS 500-7
ASTM A536/EN GJS 500-7

A105/ AISIZ04
A105/ AISI304
A105/ AlSI304
ASTM C 23600
ASTM BB24
AlS| 1045
Hc Ho
306 362 150
311 393 150
386 467 200
445 546 250
470 573 250
608 759 300
745 946 360
902 1153 360
1034 1335 360




PN

DN Model/No.

50

65

80
100
125
150
200
250
300
360
400
450
500
600

RVH(C)X-0050
RVH(CIX-0065
RVH(C}X-0080
RVH(CIX-0100
RVH(CIX-0125
RVH(C)X-0150
RVH(C)X-0200
RVH(C)X-0250
RVH(C)X-0300
RVH(C)X-0350
RVH(C)X-0400
RVH(C)X-0450
RVH(C)X-0500
RVH(CIX-0600

178
190
203
229
229
267
292
330
356
381
406
432
457
508

220
245
275
330
343
405
510
615
695
786.5
800
980
1055
1206

No

Part Name
Body
Wedge
Wedge Nut
Stem
Bonnet Gasket
In Hex. Balt
Bonnct
O-Ring
Thrust Bearing
O-Ring
O-Ring
Bushing
Cover
Washer
Bolt
Dust Cover
Cap
Bolt
Washer

Parts List & Material

Material
Ductile Iron
Ductile Iron +Vulcanized Rubber
Brass/Bronze
Stainless Steel
Rubber
Carbon Steel
Ductilc Iron
Rubber
Stainless Steel
Rubber
Rubber
Plastic
Ductile Iron
Stainless Steel
Stainless Steel
Rubber
Ductile Iron
Stainless Steel
Stainless Steel

Materials Code
ASTM A536/EN G)JS 500-7
ASTM A536/EN GIS 500-7+EPDM
ASTM B324/B584
ASTM A276 420
EPDM
AlSI 1025
ASTM A536/EM GJS 500 7
NBR
ASTM A351 CF8
NBR
NBR
Nylon
ASTM A536/EN GJS 500-7
AlSI 304
AlSI 304
NBR
ASTM A536/EN GJS 500-7
AlsI 304
AlsI 304

D K n-Od o OE OF
PN10 PN16 PN10 PN16 PN10 PN16 PN10 PN16
165 125 4-019 19 30 150
185 145 4-019 19 30 150
200 160 8-019 19 30 200
220 180 8-019 19 30 250
250 210 8-019 19 30 250
285 240 8-023 19 30 300
340 295 8-023 12-923 20 30 360
405 350 355 12-023 12-028 22 30 360
460 400 410 12-023 12-028 24.5 30 360
520 460 470 16-023 16-028 245 30 360
580 515 525 16-026 16-031 245 45 450
650 565 585 20-026 20-031 25.5 45 450
670 620 650 20-026 20-034 26.5 45 550
780 725 770 20-030 20-937 30 45 550
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Ordering Information

RV H X - 0200 - 10 - D2B

I |_ B: Mau xanh - Blue
Loai - Model: R: Mau do - Red
RV: Ty Chim - Non-Rising stem gate valve
RR: Ty N&i - Rising stem gate valve

D2: Gang cau
- Ductile Iron

Mat bich va ap luc:
Flange & pressure

Van Hanh - Operator:
H: Tay Quay - Handwheel

C: N&p Chup - Cap :of Emo

E: Dién - Electricity 6: 6

P: Khi - Pneumatic ig Eng
1K: JIS 10K

A1: ANSI 150-LB

Extra Connection:

X: Mat Bich - Flange Valve Size:
0100 : 100 mm
0200 : 200 mm

Hop van - Valve box

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right to change product designs and specifications without notice.




Shin Yi

Dac tinh - Features:

Van dugc thiét k& theo kiéu doi
xting tdm nén cho luc van nhe.
Valve is designed according to
the tvpe of symmetry is lower
torque,

Pia van dugc lam bdng Inox
nén van s(i dung dugc trong moi
truong héa chat.

Valve disc made of stainlcss
steel should be used in the
chemical environment.

Vong dém cao su dugc dic sdn
trong than van nén dam bdo
chdc chin va tudi tho cao.
Rubber seat ring are molded in
body and should ensure long
life.

Than van dugc bao phti bdi son
cpoxy chéng danmaon. Do day son
epoxy = 300um.

Body is ancapsulated with fusion
bondcd cpoxy resin for
corrosion resistance. Epoxy
coating thickness =300pum

Thiét ké'theo tiéu chudn - Design
Standard: BS 5155/ API 609, BS
ENT1074-1.

Tieu chuén gida hai mdt bich -
Face to Face Standard: BS EN
558-1 Table 1 Series 20 / 13S
5155 /18O 5752 Table 1 Series
20 / ASML: B16.10 / AP 609 /
Mounting Flange 1SO 5211

K& néi theo tidu chudn -
Conncction Siandard: BS EN
1092-2 / 1SO 7005-2 / ASME
B16.42/JISB2220

WB - Van buém kiéu dia Inox la loai van buém déng kin nho su
dan hdi cda vong dém cao su dugc ddc sin trong than van. Van
dugc sit dung trong hé thong nuéc cdp, nudc thai, PCCC va cac hg
thong khéc.

Butterfly valves with stainless disc are closed due to the elasticity

of the rubber gasket in the valve body precast. It can be used in a
variety of water supply system and others.

Linh vuc iing dung - Field Services:

Van dugc (ing dung trong cac nganh cap thoat nuéc, trong hé théng
HVAC, hé théng PCCC...

Suitable for water supply. Drainage & water circulation. Heat &
cooling system Including, Air-Conditioning. Fire-fighting & Irrigation
System.

Théng sé ky thuat - Technical data:

Kich thuéc - Size range: DN50-DN600 mm

Ap sust lam viéc - Pressure rating: 10, 16 kgf/cm’

Nhiét do 1am viéc - Working Temp: -10" ~ 80°C

Méi trudng lam viéc - Flow Medlia: Nube, nuée thai, nuéc nhiém man
Water, sewage, salt water.

Két néi - End connection: PN10 / PN16 /JIS 10K
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WB - VAN BUGM LA VAN INOX
WB - BUTTERFLY VALVE

NN\,
S S

B
=

H=H1+H2+H3

Part Name

Parts List & Material

No Part Name Material Material Code
1 Body Ductile Iron ATSM A536/EN GJS 500-7
2 Shaft Stainless Steel AIAS 304/316/420
3 Disc Stainless Steel ATSM A351 CF8/CF8M
4 Shaft Stainless Steel AIAS 304/316/420
5 Seat Rubber NBR/EPDM
6 Washer Galvanized Galvanized
7 O-ring Rubber NBR/EPDM
8 Lever Ductile Iron ATSM A536/EN GJS 500-7
DN Model/No. H LO C
50 WBLS-0050 268 231 42
65 WBLS-0065 291 231 44.7
80 WBLS-0080 303 231 452
100 WBLS-0100 341 231 52.1
125 WBLS-0125 367 240 54.4
150 WBLS-0150 392 240 55.8

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right to change product designs and specifications without notice.




WB - VAN BUGM LA VAN INOX
WB - BUTTERFLY VALVE

SR
==

R

N

H=H1+H2+H3

Parts List & Material

No Part Name Material Material Code
1 Body Ductile Iron ATSM A536/EN GJS 500-7
2 Shaft Stainless Steel AIAS 304/316/420
3 Disc Stainless Steel ATSM A351 CF8/CF8M
4 Shaft Stainless Steel AIAS 304/316/420
5 Seat Rubber NBR/EPDM
6 Washer Galvanized Galvanized
7 O-ring Rubber NBR/EPDM
8  Worm Gear Box Ductile Iron ATSM A536/EN GJS 500-7
Unit: mm
DN Model/No. H (%] (o]
50 WBGS-0050 316 150 42
65 WBGS-0065 339 160 447
80 WBGS-0080 3561 150 45.2
100 WBGS-0100 389 150 52.1
125 WBGS-0125 415 150 54 4
150 WBGS-0150 440 160 55.8
200 WBGS-0200 521 300 60.6
250 WBGS-0250 581 300 65.6
300 WBGS-0300 0662 300 76.5
360 WBGS-0350 718 300 76.9
400 WBGS-0400 894 300 86.5
450 WBGS-0450 935 300 105.6
500 WBGS-0500 1026 300 131.8
600  WBGS-0600 1216 300 152

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right 1o change product designs and specifications without notice.




WB/FB - VAN BUGM LA VAN INOX

WB/FB - BUTTERFLY VALVE

Parts List & Material

No  Part Name Material Standard

1 Body Ductile Iron ASTM A536/EN GJS 500
2 Seat Rubber NBR/EPDM

3 Disc Stainless Steel ASTM A351 CF8/CF8M
4 Shaft Stainless Steel AISI 304/316/420

5 Pin Stainless Steel ASTM A351 CF8/CF&M
6  Bushing PTFE Commercial

7 Oring Rubber NBR

8 Handwheel Carbon Steel AISI 1045

Dimensions (Flange)

Unit: mm

DN  Model/No. H ) C D1 n-0d1

350 FBGS-0350 672 300 190 460 16-923

400 FBGS-0400 822 300 216 516 16-027

450 FBGS-0450 902 300 222 565 20-027

500 FBGS-0500 967 300 229 620 20-027

600 FBGS-0600 1105 300 267 725 20-030

Ordering Information
WE L S - 0100 - 10-D2B

Loai - Model: I D2: Gang c&u - Ductile Iron
WB: Van Buém - Wafer Butterfly B: Mau Xanh - Blue
FB: Van Buém Mat Bich - Flange Butterfly R: Mau Pa - Red

Véan hanh - Operatior
L: Lever

Ap Luc Lam Viéc -

G: Worm Gear Working pressure:
E: Dién - Electricity 10: PN10
P: Khi - Pneumatic 16: PN16
. 1K; JIS 10K
Kiéu - Type: A1: ANSI 150-LB
S: Center Line Series Valve Size:
0100 : 100 mm
0200 : 200 mm

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right to change product designs and specifications without notice.




Shin Yi

Dic diém - Features:

o Thiétbi diéu khién truyén dong dien
duge két ndi voi bdng diu khién
hodc ¢é thé duge didu khién ti xa
bang héng ngoai, khéng day, chic
néing bao dong va chiic nang i kiém
tra theo két néi éu chuan 1SOS211,
IP635/67/68

e Thiét bj dugc gan v6i van busm, van
bi, van cifa va cac thiét bj iiong t.

e V6i n hicu dien didu khien (0-
10VDC; 2- 10VDC; 4-20mA).
chiing ta ¢6 thé d& dang van hanh
thiét bj truyén déng va sti dung cho
hé théng 6ng cap nuéc, hé théng
HVAC, cac nganh cbng nghiép xang
dau, hoa chat

® We produce a Scrics of clectric
actuators which can be remote
controlled by wireless infrared; with
digital display, failure alarm and
self-inspecon funcons and
complying with 1SO 5211 mounng
connecon, IP65/67/68 housing
protecon class and mect European
CE requirement. Actuators with
quarter and mul turn output, can be
mounited with bucfly valves, ball
valves, gate valves and similar
devices of being turned ctc,. By
means of signal of On | off or
modulang (0-10VDC; 2-10VDC; 4-
20mA). we can casy operale
actuators and which can be widely
uscd to the piping of water supply,
HVAC sys, industries of petrol,
chemical, food, medicine, paper
and power planl o reach the

EOM -Van diéu khién dong co dién latat cicac loai van dugc
khéi dong bdi dong cokhdi dong dién, dong dién khdi dong la
dong DC: 12v, 24v - AC: 220v, 380v. Van diéu khién dién vadién tii la
nhiing loai van nhuvan cdng, van budém, van bi sit dung dong
dién, dién titdé€khéi dong déng mé van.

EOM - Electrical Operating valves all valves are actuated by electric
motor start, starting current around DC: 12y, 24v - AC: 220v, 380v
operating valve and electromagnetic valves such as gate valves,
butterfly valves, ball valves using electric current, electrogmagnetic
valve to turn on/off/stop.

Linhvwe trng dung —Field Services:

Van duoc tng dung trong cac nganh cap thodt nudce, trong hé thong
HVAC, hé thdng PCCC ..

Suitable for water supply. Drainage & water circulation. Heat & cooling
system including, Air-condittioning. Fire-fighting Irrigation system.

Thong sb ky thuat - Technical Data:

Bién ap — Voltage: DC: 12v, 24v — AC: 220v, 380v 50/60Hz
Nhiét dé lam viéc- Working temperature: -10°C ~ 80°C
Kich thudc- Size range: DN50-DN300

Ap sudt [am viéc- Pressure rangs: 10, 16 kgf/cm®

Két ndi — End connecon: PN10, PN16
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MOTOR DETAIL INFORMATION

Max output torque (N-m) .
AC24V/50Hz AC220v/50hz RC380V/50Hz L _
Model Power 1 Phase 1Phase 3Phase time IsQ5211 Weight Remark
O [ out [Wedetg| oweft [louatng] vt Jroduatng] HL k)
EOM1 10 20 35 26 13 FO3/FO5/FO07 2.8 Square - wrench head
EOMA 15 E5) 50 38 13 FO03/F05/FO7 3 can offer manual function
EOMB 15 60 80 60 25 FO3/FO5/FO7 3.2 Without manual function
EOM2 40 60 80 60 80 60 19 FO7 13
EOM3 40 100 200 150 220 165 10 FO7 13
EOM4 60 200 400 300 600 450 28 F10 20
EOMS5 60 250 600 450 800 600 39 F10/F12 20
EOM6 60 300 800 600 1000 750 47 F12 20 With handwheel and
EOM7 90 420 1000 750 1200 900 47 F12 20 planetary gear design
EOM8 250 1500 1050 1700 1200 33 F12/F14 36
EOM9 250 2000 1400 2200 1540 47 F12/F14 36
EOM10 250 3000 2250 3200 2400 74 F14/F16 55
EOM11 250 4000 3000 4200 3150 105 F16 55

On Off type Modulating type
EOM2-11 series EOM2-11 series

EOM2-9 series

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right to change product designs and specifications without notice.




WB: DETAIL DRAWING

Parts List & Material

No Part Names Material

1 Body Ductile Iron

2 Disc Stainless Steel

3 Seat Rubber

4 Shaft Stainless Steel

5 Bolt Carbon Steel +Galvanized
6  Washer Carbon Steel+Galvanized

Dimensions (Worm Geat)

DN Model/No. H

50 EOM2-0050 316
65 EOM2-0065 BES
80 EOM2-0080 351
100 EOM2-0100 389
125 EOM2-0125 415
150 EOM2-0150 440
200 EOM2-0200 521
250 EOM2-0250 581
300 EOM2-0300 662

Ordering Information
E_o[M-msn -10-

N

/

N

S NN

Standard

ASTM A536/EN GJS 500-7

ASTM A351 CF8/CF8M
NBR/EPDM
AISI 304/316/420
AISI 1025+Galvanized
AlSI 1025 +Galvanized

Unit: mm

(4] (o

150 42

150 44.7
150 45.2
150 52.1
150 54.4
150 55.8
300 60.6
300 65.6
300 76.9

?_ B: Blue - mau xanh

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right 1o change product designs and specifications without notice.

EOM R: Red - mau do
Van bl{'dm dong co dién Power - Ngun dién
Motorized butterfly valve 024: 24V

220: 220V

380: 380V
Valve size Working pressure - Ap lyc
0050: 50 mm 10: PN10 1K: JIS 10K
0250: 250 mm 16: PN16 Al: ANSI 150-LB
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WBCX - WAFER BUTTERFLY VALVE

WBCX - VAN MOT CHIEU BUGM

WBCX - Van mot chiéu budm Inox dugc diing dé bao vé thiét bi
chéng lai dong chay ngugc khi gap van dé nghiém trong vé cong
suét. Thiét bj nay van hanh rat ém.

WBCX - Dual Plate Check Valve is used as protection against
reverse flow when power failure in areas where noise polluon. It

Shin Yi

can provide quiet performance.

Pic diém - Features:

e Dém mém gita hai mat bich. St
dung cho he théng bom, cung cip
nusc sach hoac it tap chat. C6 thé
dattheo chiéu ngang hodc doc.

o Sonepoxy chénggi.

o Ld xo hd trg dong md nhe nhang,
khong tiéng on.

e Soft
flanges.

seat  for fitting between

For pumping clean or
lightly-charged water. Can be
fitted in horizontal or vertical
posilion

e Anli-corrosion fusion powder
cpoxy coaling

o Silent, progressive spring-assisied
closing and secrvices supplics
involving

o Thiét ké theo tiéu chudn - Design
Standard: API 594.

o Tiéuchuin giGia hai matbich - Face
to Face Standard: BS EN 558-1
Table 1 Series 16/1SO 5752 Table

1 Series 16 / DIN 3202-1 Series
K3,BSEN1074-1.

Linh vire ng dung - Field Services:
Van duoc Ung dung trong cac nganh cap thoat nudc, trong hé

o Ké ndi theo tieu chudn -  th8ngHVAC, héthdngPCCC..
Connection Suitable for water supply. Drainage & water circulation. Heat &

Standard: BS EN 1092-2 / ISO
7005-2 / ASME B16.42 / JIS
B2220.

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the righ to change produci designs and specilications without notice.

cooling system including, Air-condittioning. Fire-fighting Irrigation
system.

Théng s6 ki thuat - Technical Data:

- Kich thudce- Size range: DN50-DN80CO

- Ap suat lam viéc- Pressure ratings: PN10, PN16

- Nhiét d6 lam viéc- Working temperature:-10°C ~ 80°C
- Két néi — End connection: EN1092, PN10, PN16,
ANSI125, JIS10K
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FLOW

Parts List & Material

No Part Name
1 Body

2 Disc

3 Spring

4 Hinge Pin

5 Plug

6 Body Bearing
7 Spring Bearing
8 Stop Pin

9 Eye Bolt

0 Body Seat

-

Material
Ductile Iron
Stainless Steel
Stainless Steel
Stainless Steel
Stainless Steel
Plastic
Plastic
Stainless Steel
Carbon Steel
Rubber

Materials Code
ASTM A536/EN GJS 500-7
ASTM A351 CF8 / CF8M
ASTM A313 304/316
AlSI 304/316
AlSI 1045
PTFE
PTFE
AlSI 304/316
AISI 1045
NBR EPDM, Viton Neoprene
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Size

in DN B
2 50 43
1/2 65 46
3 80 64
4 100 64
5 125 70
6 150 76
8 200 89
10 250 114
12 300 114
14 350 127
16 400 140
18 450 152
20 500 152
24 600 178
28 700 229
32 800 241
Loai - Model:
WB: Dual Plate

C: Check Valve

X: Standard Type.

65

80

94
117
145
170
224
265
310
360
410
450
505
624
720
825

19
20
28
27
30

33
50
43
45

58
59
73
98
100

wB

—

R d
28.8 43.3
36.1 60.2
434 66.4
52.8 90.8
65.7 116.9
786 144.6
1044 1982

127 233.7
1483 2839
1724 3329
1974 381
2178 4199

241 467.8
2954 5726

354 680

398 770.5
CX 10-D2B

A

DINPN10 ANSI150

107
127
142
162
192
218
273
328
378/382
438/442
488/495
538/555
592/617
695/734
809
916

102
121
133
171
193
219
276
336
406
446
511
546
603
714
828
936

Weight
(kg)
1.5
2.4
36
5.7
7.3
9
17
26
4?2
55
75
107
111
172
219
316

D2: Gang cau - Ductile Iron

B: Mau Xanh - Blue

R: Mau Do - Red

Ap Lyc Lam Viéc -

Working pressure:

10: PN10
16: PN16




Shin Yi

Pac tinh - Features:

Than van bang gang cau vdi co
1inh cao tao ra dé bén cao va lrong
lugng thap.

High strength ductile iron body
used for durability and less
weight.

Thiét k€ dan dong chdy tién tién
cho phép han ché t6i da tén that
ap luc dau nguén.

Advanced dynamic design
assures lower head loss.

Van dugc bao pha bdi son epoxy
ch6ng dn mon. Do day son epoxy =
300um

Coated with powder epoxy for
corrosion resistance. Epoxy
coaling thickness = 300um

Bac nhua chiu lyc dan huéng nén
dé dang thaoldp va il chi i€,
Reinforced plastic bearing casy
forassembly and less parts.

Lo xo bang thép khong gi va dugc
h3o v¢ bdi 161 ddn hudng trong khi
van hoat dong.

Spring made of stainless steel is
protected by diffusers while valve
opcration.

Thiét k& theo tiéu chudn - Design
Standard: BSLEN1074-3.

Ti¢u chudn gita hai matbich - Face
to Face Standard: BS EN 558-1
Table 1 Series 10 / ASME B16.10,
BSEN1074-1.

K&t noi theo tiéu chudn -
Conncclion Slandard: BS EN
1092-2 / 1SO 7003-2 / ASME
B16.42/JISB2220

SCVX - Van mgt chiéu 15 xo dugc sit dung dé bao vé chdng lai dong
chay ngugc khi cit ngudn dién. Van hoat dong khang tao ra tiéhg
on hay su'va dap clia dong chay.

SCVX - Silent Check Foot Valves is used as protection against
reverse flow when power failure in areas where noise pollution
or water hammering is a critical issue.

Linh vuc ing dung - Field Services:

Van dugc tng dung trong cac nganh cép thoat nudc, trong chu trinh
nudc cta hé théng HVAC, hé théng PCCC....

Suitable for water supply. Drainage & water circulation. Heat &
cooling system Including, Air-Conditioning. Fire-fighting &
Irrigation System.

Théng sé ky thuat - Technical data:

Kich thuéc - Size range: DN50-DN300 mm

Ap suét lam viéc - Pressure rating: 10, 16, 20 kgf/cm?

175 PSI - Grooved; 232 PSI/290 PSI flange valve.

Nhiét do lam viec - Working Temp: -10° ~ 80°C

Mai trudng lam viéc - Flow Media: Nubc, nudc thai, nuéc nhiém méan
Water, sewage, salt water

Két néi - End connection: PN10, 16, 20, JIS 10K, ANSI 150-LB
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SCVX - VAN MOT CHIEU LO X0

SCVX - SILENT CHECK VALVE

SCVX: DETAIL DRAWING

- o @ s a |

Parts List & Material

No. Part Name Material Materials Code
1 Body Ductile Iron ASTM AS36/EN GIS 500-7
) Disc Ductile Iron+  ASTM A536/EN GJS 500-7
Vulcanized Rubber DI+EPDM

LAY/

3 IntHex Bolt Stainless Steel AlS| 304

- 4 Spring Stainless Steel ASTM A313 304/316
5
6

Diffuser Ductile Iron ASTM A536/EN GJS 500-7
Stem Stainless Steel AIS| 410/304

Unit: mm
DN Model/No. t D K n-0d ¢
PN10 PN16 PN10 PN16 PN10 PN16 PN10 PN16
50 SCVX-0050 150 165 125 4-019 19
65 SCVX-0065 170 185 145 4-019 19
80 SCVX-0080 180 200 160 8-919 19
100 SCVX-0100 190 220 180 8919 19
125 SCVX-0125 200 250 210 8-019 19
150 SCVX-0150 210 285 240 8023 19
200 SCVX-0200 230 340 295 8023  12-023 20
250 SCVX-0250 250 405 350 355 12-923 12-028 22
300 SCVX-0300 270 460 400 410 12-923 12028 24.5

Ordering Information

SCVX-0150-10-D2B

I D2: Gang cau - Ductile Iron
Loai - Model: B: Mau xanh - Blue

SCV: Van Mét Chiéu L6 Xo R: Mau dé - Red
Silent Check Valve

Mat bich va ap luc:

Flange & Pressure

10: PN10; 20: PN20; 1K: JIS 10K
16: PN16; A1: ANSI 150-LB

X: Flange

Valve Size:
0150 : 150 mm
0200 : 200 mm

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right to change product designs and specifications without notice.




Shin Yi

Pac tinh - Features:

L& van boc toan bo bE“lng cao su.
Nén van déng kin va chéng sy
anmon.

The rubber disc is toltally
cncapsulate in EPDM rubber
superior sealing and corrosion
resislance.

e Van dugc bao phti bsi son epoxy
chéing an mon. B day san cpoxy
= 300um

Coated with powder epoxy for
corrosion resistance. Epoxy
coating thickness = 300um

o Thil k& don gidn, nip van cho

phép vé sinh, thay th€ va bdo
dé dang.
Simple design, top entrv cover
allows for access for cleaning,
replacement and maintenance
easy.

o Thiét ké theo tiéu chudn - Design
Standard: BSEN 1074-3.

e Tiéu chudn gita hai mat bich -
Face to Face Standard: BS EN 558-
1 Table 1 Series 10 / ASME
B16.10,BSEN1074-1.

o K&t ndi theo tiéu chuidn -
Connection Standard: BS EN
1092-2 / 1SO 7005-2 / ASME
316.42/)1S132220

RDCV - VAN MOT CHIEU LA LAT

RDCV - RUBBER DISC CHECK VALVE

RDCV - Van Mt chiéu 14 14t dugc sit dung dé bdo vé chéng lai
dong chdy ngugc. La van nghiéng 45° nén van déng rat nhanh.
Giam t&i thiéu sy va dap ciianudc.

RDCYV - Rubber disc check valve use for reliable reverse flow
prevention. It is 45 degree angle decline seat which can help
quick closure and minimize the water hammer .

Linh vyc {ing dung - Field Services:

Van dugc (ng dung trong cac nganh cap thoat nudc, trong chu trinh
nudc cda hé théng HVAC, hé théng PCCC.

Suitable for water supply. Drainage & water circulation. Heat &
cooling system Including, Air-Conditioning. Fire-fighting & Irrigation
System.

Théng sé ky thuat - Technical data:

Kich thudc - Size range: DN50-DN300 mm

Ap sut lam viéc - Pressure rating: 10, 16, 20 kgf/cm’

Nhiét dé lam viéc - Working Temp: -10° ~ 80°C

Mai trudng lam viéc - Flow Media: Nube, nude thai, nuéc nhiém man
Water, sewage, salt water

Két néi — End connection: PN10, 16, 20, JIS 10K, ANSI 150-LB

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right 1o change product designs and specifications without notice.




RDCV - VAN MOT CHIEU LA LAT
RDCV - RUBBER DISC CHECK VALVE
RDCV: DETAIL DRAWING
Parts List & Material
No. Part Name Material Standard
. ASTM AS536/EN GJS
1 Body Ductile Iron
500-7
2 O-Ring Rubber NBR
. Steel Encapsulated
g) Rubber disc ASTM283M+EPDM
EPDM
. ASTM AS36/EN GJS
4 Cover Ductile Iron
500-7
5 Bolt Galvanized steel ASTM A105
6 Washer Galvanized steel ASTM A105
7 Pluge Galvanized steel Commercial
31 Shaft Steel ASTM 1045
3-2 Seat Rubber EPDM
Renforcem
33 ) Plastic Nylon
- . ent Fabric
Rubber Disc Profile 34 DiscPlate Carbon Steel ASTM 283M
DN Model/No. L D K n-0d =
PN10 PN16 PN10 PN16 PN10 PN16
50 RDCV-0050 203 165 125 4-919 19
65 RDCV-0065 216 185 145 4-019 19
80 RDCV-0080 241 200 160 4-319 19
100 RDCV-0100 292 220 180 8-019 19
125 RDCV-0125 330 250 210 8-019 19
150 RDCV-0150 356 285 240 8-023 19
200 RDCV-0200 495 340 295 8-»23 12-»23 20
250 RDCV-0250 622 405 350 - 355 12-923 12-928 22
300 RDCV-0300 698 460 400 - 410 12-»23 12-»28 245
350 RDCV-0305 787 520 460 - 470 16-023 16-028 245
400 RDCV-0400 914 580 b15 - 52b 16-026 16-031 245
450 RDCV-0450 978 650 565 - 585 20-026 20-931 245
500 RDCV-0500 978 670 620 - 650 20-¥31  20-1934 26.5
600 RDCV-0600 1295 780 725 - 770 20-930 20-937 30
Ordering Information
RDC V-0150-10-D2B
|_ D2: Gang cAu - Ductile Iron
B: Mau xanh - Blue
R: Mau do - Red
Loai - Model. e M3t bich va ap luc:
RDC: Van Mét Chiéu La Lat Flange & Pressure
Rubber Disc Check Valve 10: PN10; 20: PN20; 1K: JIS 10K
16: PN16; A1: ANSI 150-LB
Valve Size:
V: Standard Type 0150 : 150 mm
0200 : 200 mm

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right to change product designs and specifications without notice.




Shin Yi

Pac tinh - Features:

Than van bing gang ciu véi co
tinh cao tao ra d bén cao va trong
lugng thap.

High strength ductile iron body
used for durability and less
weight.

Do thi&l k& dia van bang cao su
nén tao cho van dong hoan toan
trén moi &p luc va khong can
miéng dém kin.

The scaling design  provides
positive shut-off at all pressure
ranges without additional loading
onthe seal.

Lu6i duge ché tao biing Inox cing
cap, cung vgi dién tich dong chdy
bing 316i 4 lan diéntich sng.
Heavy duty stainless steel
screening, with flow area 3 (0 4
times that of pipe area.

Ca lrong va ngoai van déu dugc bao
phiibing son epoxy dé chéng surdn
mon clia mai truong. Do day son
epoxy = 300pm

Both inside & outside are coated
with epoxy resin powder. Epoxy
coating thickness = 300um

Thiét ké theo tiéu chudn - Design
Standard: BSEN 1074-3.

Tiéu chuén gitta hai métbich - Face
to Face Standard: BS EN 558-1
Table 1 Series 10/ ASME B16.10,
BSEN1074-1.

K& nGi theo lidu chudn -
Conneclion Standard: BS EN
1092-2 / 1SO 7005-2 / ASME
B16.42/J1SB2220

SFVX - VAN HUT

SFVX - FOOT VALVE

SFVX - Van hit dugc sit dung dé& bio vé chdng lai dong chdy ngugc
khi cdt ngudn dién. Van hoat dong khong tao ra ti€ng on hay sy va
dap ciia dong chay.

SFVX- Foot Valves is used as protection against reverse flow when
power failure in areas where noise pollution or water hammering is
acritical issue.

Linh vuc iing dung - Field Services:
Van dugc Uing dung trong cac nganh c&p thoat nusc, va cong nghiép. .
Suitable for water supply, Industrial application...

Théng sé ky thuat - Technical data:

Kich thuéc - Size range: DN50-DN300 mm

Ap sust lam viéc - Pressure rating: 10, 16, 20 kgf/cm®
Nhiét d6 lam viéc - Working Temp: -10" ~ 80'C

Water, sewage, salt water

Két ndi - End connection: PN10, 16, 20, JIS 10K, ANSI 150-LB

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right 1o change product designs and specifications without notice.




SFVX - VAN HUT

SFVX - FOOT VALVE

SFVX: DETAIL DRAWING

Parts List & Material

No Part Names Material Standard

1 Lo. Flange Ductile iron ASTM A536

2 Net Stainless Steel AISI 304

3 Bolt Stainless Steel AISI 304

4 Nut Stainless Steel AISI 304

5 Body Ductile iron ASTM Ab36

6 Disc DI+Rubber  ASTM 536+EPDM

7 Spring Stainless Steel AlSI 304

8 Diffuser Core  Ductile iron ASTM A536

9 Shaft Stainless Steel AlSI 304

10 Disc Nut Stainless Steel AISI 304

Unit: mm
DN Model/No. D K n-od L1 L2 d (o3
PN10 PN16 PN10 PN16 PN10 PN16

50  SFVX-0050 165 125 4-019 129 250 165 19
65  SFVX-0065 185 145 4-019 129 280 185 19
80 SFVX-0080 200 160 8-019 129 290 200 19
100 SFVX-0100 220 180 8-019 129 300 220 19
126 SFVX-0125 250 210 8-019 129 310 250 19
150 SFVX-0150 285 240 8-023 134 323 285 19
200  SFVX-0200 340 295 8-023 - 12-023 134 344 340 20
250  SFVX-0250 405 350 - 355 12328 - 12-023 138 369 405 22
300 SFVX-0300 460 400 - 410 12-028-12-023 138 389 460 245

Ordering Information

SFV X-0150-10-D2B

| D2: Gang cau - Ductile Iron
B: Mau xanh - Blue

R: Mau do - Red

SFV: Van Hut
Foot Valve Mat bich va ap luc:

Flange & Pressure

10: PN10; 20: PN20; 1K: JIS 10K
16: PN16; A1: ANSI 150-LB

X: Flange Valve Size:
0150 : 150 mm
0200 : 200 mm

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right to change product designs and specifications without notice.




Shin Yi

Pac tinh - Features:

YSTX - Van Y loc dugc st dung
cho hé théng nudc, ding dé loc
nhting manh v va rac. Ung dung
phé bién trong cong nghiép.

Y-Strainer is used for water
supply (o screen oul debris in
building service, water system
and general industry application.

Thiét k€ dan dong chiy tién tién
cho phép han ché t6i da t6n that
ap luc daungudn,

Diamond shape screen ensures
bigger flow capacity and
strength.

Van dugc bao phti bdi san epoxy
chéng an mon. Do day son epoxy
=300pm

Coated with powder epoxy for
corrosion resistance. Cpoxy
coaling thickness = 300um

Dai 6¢ bén ngoai nén khi mé nép
van khéng phai thio than van ra
khéi he théng.

Extenal bolting for frequent un-
bolting and operation without
hurting the iron body.

Thiét k& theo tiéu chudn - Design
Standard: BSEN 1074-1.

Tiéu chudn gitfa hai mat bich -
Face lo Face Slandard: BSCN 558-
| Table 1 Series 7/ BS 2080 Table
1 Series 7 / 1SO 5752 Table 1
Scrics 7.

K& néi theo tiéu chudn -
Connection Standard: BS EN
1092-2 /1S B2220 /150 7005-2 /
ASME B16.42

YSTX - Van Y loc dugc st dung cho hé thang nudc, ding dé loc
nhitng manh v va rac. Ung dung phd bién trong céng nghiép.
Y-Strainer is used for water supply to screen out debris in
building service, water system and general industry application.

Linh vuc iing dung - Field Services:
Van duge ting dung trong cac nganh cap thoat nuée, va céng nghiép.
Suitable for water supply. Industrial application.

Théng sé ky thuat - Technical data:

Kich thuéc - Size range: DN50-DN300 mm

Ap sust lam viéc - Pressure rating: 10, 16, 20 kgf/em’
Nhiét do lam viéc - Working Temp: -10° ~ 80°C

K&t néi - End connection:

PN10/PN16/PN20/JIS 10K/ ANSI 150-LB
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YSTX - Y. LOC
YSTX - Y. STRAINER

Parts List & Material

Part

No s Material Standard
Body Ductile Iron ASTM A536/EN GJS 500-7
2 Bolt Stainless Steel ASTM A182 F304
n-od 3 Washer Stainless Steel ASTM A182 F304
4 Nut Stainless Steel ASTM A182 F304
5 O-ring Rubber NBR/EPDM
6 Screen Stainless Steel ASTM A182 F304/316
7 Cover Ductile Iron ASTM A536
Unit: mm
L D K C n-od H
DN Model/No.
PN10 PN16 PN10 PN16 PN10 PN16 PN10 PN16
50 YSTX-0050 190 165 125 19 4-019 145
65 YSTX-0065 216 185 145 19 4-019 175
80 YSTX-0080 254 200 160 19 8-119 183
100 YSTX-0100 3056 220 180 19 8-119 238
125 YSTX-0125 356 250 210 19 8-(319 280
150 YSTX-0150 406 285 240 19 8-123 314
200 YSTX-0200 521 340 295 20 8-023 12-023 386
250 YSTX-0250 635 405 350 365 22 12-¢23 12-p28 470
300 YSTX-0300 749 460 400 410 24.5 12-923 12-@28 530

Ordering Information

YST X-0150-10-D2B

I D2: Gang cau - Ductile Iron
B: Mau xanh - Blue

R: Mau déb - Red

YST: Y.Loc- Y. Strainer

Mat bich va ap luc:

X: Flange Flange & Pressure

10: PN10; 20: PN20; 1K: JIS 10K
16: PN16; A1: ANSI 150-LB

Valve Size:
0150 : 150 mm
0200 : 200 mm

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right to change product designs and specifications without notice.




Shin Yi

DPicdiém:

Than dugc lam bing gang dic cao cap
gitp gidm trong luigng va fang widi tho

e B0 din dong don gian vai don bdy va
phao.

e Bodan dong trong va phao lam tir inox
AISI 304 véi vong doi dai hon.

o Dugc son phli epoxy ¢4 (rong 1an ngoai.

o Bondi duong dé dang két néi vai nhiing
van dac lap ma khéng can thém éng
néi.

o Bu ndi cudi 6 (hé gan dugc moi ren
theo Lliéu chudn BSPT va NPT.

Features:

e High grade ductile iron body, reduce
the weight and much longer life than
casl iron.

o Simplc mechanism with lever and
float.

e The float and internal mechanism are
made of AlISI 304 stainless sieel and
last for much longer life cycles.

Van dugc bao phi bdi son cpoxy
chéng an mon. Bo day son epoxy =
300um

Coated with powder cpoxy for
corrosion resistance. Epoxy coating
thickness = 300um

e Male connection can easily be
connccted to isolated valves, no nced
further nipples.

e End connection can be BSPT or NPT
thread.

o Thict k& theo tiéu chuan - Design
Standlard: BSEN 1074-4.

o Tiéu chudn gitia hai mit bich - Face to

Face Standard: Manulacturer's
Standard, BSCN 1074-4.

K&t néi theo tiéu chudn - Connection
Standard: BSI’I /NPT Threaded.

ARVT - AUTOMATIC TYPE AIR RELEASE VALVE

ARVT - VAN XA KHi DON

ARVT - Van x4 khi don thudng dugc d3t trén dinh clia dudng dng, c6 tic dung
lam thoat khi nén trong hé thong dudng 6ng.Khodng 2% lugng khi s& phan huy
trong nudc, diéu nay c6 thé nhin thay qua nhiing bong béng ndi 1én trén nuéc va
khi ciing thoat ra qua duding miéng phun. Thiét bj nay c6 thé ngan ngira bong
béng xuat hién trong dong chay, nhii d6 qua trinh truyén tii dong chdy dugc
hiéu qua hon.

ARVT - Automatic air release valve is commonly installed in the peak of the
pipeline, and used for exhausting the compressed air in pipeline system,
gencrally there will be about 2% of dissolved air in water and it will releasc as
bubbles and thru the air release valve nozzle. It can prevent the existence of
bubble gap for flow, this can help a better efficiency for transmission of flow.

Linh vyc rng dyng —Field Services:
Strdung cho hé théng nudc, PCCCC
Water supply system, fire fighting system.

Théng s6 ky thuat - Technical Data:

Kich thudc- Size range: DN15-DN25

Ap sudt lam viéc- Pressure ratings: 150LP, PN10, PN16, 10K
Nhiét d6 lam viéc- Working temperature:-10 ~ 80°C

M@i truong dong chay- Flow Media: Nudc sach, Clean water.

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right 1o change product designs and specifications without notice.




ARVT: DETAIL DRAWING

ARVT - AUTOMATIC TYPE AIR RELEASE VALVE

ARVT - VAN XA KHi DON

Parts List | Danh sach cac bé phan

NO Part Name Material Qty Standard
B6 phén Chétliéu 86 lwong Tiéu chuan
1 Body Ductile Iron 1 GJS 500-7
2 Seat Rubber 1 EPDM
3 Pin Stainless Steel 1 AIS| 304
4 Cover Ductile Iron 1 GJS 500-7
5 Small Nozzle Stainless Steel 1 AIS| 304
6 Hex Bolt Stainless Steel 4 AIS| 304
7 Washer Stainless Steel 4 AlISI 304
8 O-Ring Rubber 1 NBR
9 Support Plate  Stainless Steel 1 AlISI 304
10 Hex Bolt Stainless Steel 1 AlSI 304
i Float Stainless Steel 1 AIS| 304
| [ [ 1 |
1 w“‘lﬁ zl DN Model No. A } C H
D3 15 ARVT-0015-BP G 1/2 20 152
X 20 ARVT -0020-BP G 3/4" 20 152
P 25  ARVT-0025-BP G1" 20 152
32 ARVT -0032-BP G1-1/4 20 152
40 ARVT -0040-BP G 1-1/2 20 152

Flow Performance-Venting Capacity

bar 2s

24

WORKING PRESSURE-Bar
© R

~

Air release during working conditions

0.2 0.4 0.6 08
VENTING CAPACITY M3min
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Shin Yi

DPicdiém

o Thiét k& tien ti€n véi co ché don gidn, dugc trang
bi bo phao manh dé ngan ngtia gay vo trong
trudsng hop gap hién tuiing bia nuce va dong
nhanh.

e Cu ché phi ca dong luc ngian nglia hién wing
dong thai, ngay ca trong diéu kién van toc khi am
thanh.

® Bo phao khong dong trie tiép, ding don bay

nhim ching rung, giy.

e Bo long ngin bén ngoai gidp phao lruol dang
huéng trén duong ray.

® Miéng dém cao su & day ngan ngtia va dap. Dé
dang thoat nuie nhis nhiing 16 pho hap  chung
quanh 16ng trong qué Lrink hiit bui lam sach.

o  Cothé gin thém miéng mang bén ngoai dé ngin
contrang, hodc vat labay vao.

e Dugcson epoxy néng chdy ca trong va ngoai dé
tang d bén.

e Thich hap ding cho hé thing dudng ing phan
phoi. Néu dung cho dusng ong chuyén lidh cin
cothiéthichang soc.

®  Dip (ng tiéu chudn san xudt BS CN1074-4, AWA
G512,

o Khoan mép va kich thidc dat chudn BSEN 1092

BSEN 558 vamep ANSI

eatures:

o Advanced design with simple mechanism,

strong tloat to prevent cracking during sucden

walor hammer& quick closure.

Aerokinetic mechanism to resist blow shut uncler

higher air velocity even up to sonic velocity of air.

No arms or levers to prevent vibrating, bending,

dircct closurc of the floal.

Smooth cage outside of the float, keep float

maving in specilicd guide rail.

Bottom rubber buffer for collision prevention,

and drain casy with proper holes around the cage

during vacuum.

Qutsicle screen will be an option for satetv and

prevent insects or birds in.

Tully fusion epoxy coated inside and outside of

valve body for long lerm scrvices.

Good for distribution pipeline system, if for

transmission pipeline with high impact watcr

hammer, the anti shock device should be
requiredl.

Thiét ké theo tieu chudn  Design Standard: BS

ENT1074-4.

Tiéu chudn gita hai mét bich - face to lace

Standard: Manufaclurer's Slandard.

Két ni theo tieu chudn - Connection Standlard:

BSPT/NPT/BSFN 1092 2/150 7005 2 /ASMF

B16.42 JISB2220.

ARCT-ARCX- COMBINATION TYPE

AIR RELEASE VALVE
ARCT-ARCX - VAN XA KHI KEP

ARCT-ARCX: 1. Giif vai trd la bd xa khi I6n trong qué trinh nap ddy dubng 6ng.
2. Giit vai tro bd xa khi nho dudi dudng éng nén.

3. Bo hiit khi 16n trong qua trinh théo nuéc khéi 6ng.

ARCT-ARCX- Combination type air release valve provide 3 functions: 1.Large
air release during filling of the pipeline.

2.Small air release under pressurized pipeline.

3.Large air intake during draining of the pipeline.

Linh vire tng dung — Field Services:
Str dung cho hé théng nudc, PCCCC
Water supply system, fire fighting system.

Théng s& k§ thujt - Technical Data:

Kich thude- Size range: DN 25-DN300

Ap suét lam vidc- Pressure ratings:125LB, 150LB, PN10, PN16, PN25,
10K, 20K.

Nhi¢t d6 lam vicc Working temperature: 10° ~ 80°C.

Mai Lrugng lam viéc- Flow media: nudc sach clean waler

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right 1o change product designs and specifications without notice.




26

Parts List / Danh sach cac bé phan

NO

© O N o a b~ W N -

S a2 A s A
o g M W N = O

Part Name
Bé phén

Body
Float
Sealing Arc
Cap
Cover
Screen
Buffer
Guide Barrel
Nozzle Seat
Seat
O-ring
Bonnet

Pillar
Hex Bolt
Washer

Small Nozzle

Ma‘terial
Chat liéu
Ductile Iron
Stainless Steel
Stainless Steel
Stainless Steel
Carbon Steel
Stainless Steel
Rubber
Stainless Steel
Rubber
Rubber
Rubber
Ductile Iron
Aluminium
Stainless Steel
Stainless Steel

Stainless Steel

ViewE

Q'ty Standard
S6 Iwong Tiéu chuén

1 EN GJS 500-7
1 AISI 304

1 AISI 304

3 AISI 304

1 AISI 1045

1 AISI 304

1 NBR/EPDM
1 AISI 304

1 NBR/EPDM
1 NBR/EPDM
1 NBR/EPDM
1 EN GJS 500-7
1 AA 5052

1 AISI 304

3 AISI| 304

1 AlS| 304




ARCT: DETAIL DRAWING
SIZE: DN25 ~ DN50

=
E

O
DN
A
Dimension
Unit: MM

DN Model No. A (o} H
25 ARCT-0025 G1" 20 243
32 ARCT-0032 G11/4" 20 243
40 ARCT-0040 G11/2" 20 243
50 ARCT-0050 G2" 20 243

Max. WP PN16
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50
80
100
150
200

Parts List / Danh sach cac bo phan

NO Part Name Material Standard
B6 phén chét liéu Tiéu chuén
E 1 Body Ductile Iron EN GJS 5007
2 Float Stainless Steel ASTM A182 F304/316
® 3 SealingArc  Stainless Steel ASTM A182 F304/316
g,
> 4  InHexBolt  Stainless Steel AISI 304
5 Bonnet Ductile Iron ASTMA536/EN GJS 500-7
; 6 Cover Carbon Steel AISI 1045
7 - \@ 7 Screen Stainless Steel ~ ASTM A182 F304/316
8 Hex Bolt Stainless Steel ~ ASTM A182 F304/316
A\ A )
< 9 Washer Stainless Steel  ASTM A182 F304/316
- *10 Pillar Aluminum AA 5052
S 1 O-ring Rubber NBR
DN
%8 12 Seat Rubber EPDM
[
£ 13 Nozzle Seat Rubber EPDM
14  Guide Barrel Stainless Steel ~ ASTM A182 F304/316
15 Buffer Rubber EPDM
16 Small Nozzle Stainless Steel ~ ASTM A182 F304/316
* For Size <DN150
Unit: MM
0B @D oK " N-Od c
DN pN10 PN16 PN25 PN10 PN16 PN25 PN10 PN16  PN25 PN10  PN16  PN25 PN10  PN16 PN25
99 165 125 280 4-019 19
132 200 160 362 8-019 19
156 220 235 180 190 395 8-019 8-023 19
21 285 300 240 250 485 8-9923 8-0J28 19 20
266 274 340 360 295 310 582 8-@23 12-923 12-028 20 22
370 389 445 460 485 400 410 430 750 12-@23 12-@28 16-@31 24.5 27.5

300
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ARCT ARCX

Flow Performance
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ARCX - Quick Selection Table

Water flow rate range
760 1,360 4,160 8,500 19,100 33,400 76,300
Max.CMH (M*/Hour)

Main me size 80-300  200-400 400-700 750-1000 1050-1500 1500-2000 2100-3000
Inlet size of ARCX 25*/32*%/ 50 80 100 150 200 300
MM 40*/50*
bore of outlet 50 75 95 130 170 230 330
MM
small orifice size
M 16 16 2 25 3 4 4

*These are pipe thread Combination Air Release Valve , which can be up to Max. WP PN16 .

Those flange type from DN 50-300 can be up to Max. WP PN 25.

Ordering Information

ARC X (T) = 0200 -16 - D2B

ARC: Combination type L D.2: Gang cau - Ductile Iron
air release valve. B: Blue
Van xa khi kép R: Red

Pressure Ratings:

X: Flanged - Mat bich 10: PN10 A1: 150 R/F
16: PN16 1K: 10K

T: Threaded - Ren 25:PN25  2K: 20K

AO: 125 F/F

Valve Size:
0080: 80mm-3”
0200: 200MM-8”

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right to change product designs and specifications without notice.




Shin Yi

Pac tinh - Features:

Van hoal dong rén nguyén ¢
thily Iuc, diéu khién muc nugc
chinh xac.

Hydraulically operated accurate
and repealable level control.

Mang chin dugc ciu tao bing
Nylon va cao su, tao su bén viing
va chinh xdc.

Built in Nylon reinforced rubber
diaphragm for strengih  and
accuracy.

B¢ phao diéu khién véi dac tinh
hoat déng dé& dang va diéu khién
chinh xdc muc nude.

Float control pilot valve features
easy operation and accurate level
control.

Buoc dan hudng béi truc van trén
va dugi. Lap rap vao mang chan
chotudi tho va do tin cay cao.

Top and bottom guided stem and
diaphragm asscmbly lor long lifc
and reliable performance.

C3 rong va ngoai van déu dugc bao
phti bang son epoxy dé chéng su an
mon cla moi lruong. B day son
epoxy =300um

Both inside & outside are coated
with epoxy resin powder. Epoxy
coaling thickness = 300um

Thiét k€ theo tiéu chudn - Design
Standard: BS5163-2/BSEN 1074~
5.

Titu chufin gitia hai mal bich - Face
to Face Standard: BS EN 558-1
Table 1 Series 3 /150 5752 Table 1
Series 3/ ASME B16.70.

K&t ngi theo tiéu chuin - Connecon
Standard: BS EN 1092-2 / ISO
7005-2/ ASMEB16.42/JIS B2220.

D100 - VAN PHAO

D100 - REMOTE FLOAT CONTROL VALVE

D100 - Van phao la loai van diéu khin myc nu6c nha sy 1én xudng
clia phao theo myc nugc . Do dé van sé kiém soét chinh xac myc
nuéc trong bon chia, bé nuéc.

The D100 series remote float control valve is a non-modulating

valve which accurately controls the liquid level in tanks and
water reservoirs etc

Linh vuc ing dung - Field Services:

Van dugc ting dung trong c&c nganh cép thoat nuéc, trong chu trinh
nuoc cta hé théng HVAC, hé théng PCCC.

Suitable for water supply. Drainage & water circulation. Heat &
cooling system Including, Air-Conditioning. Fire-fighting & Irrigation
System.

Théng sé ky thuat - Technical data:

Kich thudc - Size range: DN50-DN200 mm

Ap suét lam viéc - Pressure rating: 10, 16 kgf/cm’

Nhiét do lam viec - Working Temp: -10° ~ 80°C

Moi trudng 1am viéc - Flow Media: Nuéc, nuéce thai, nuée nhigm man

Water, sewage, salt water
Két néi — End connection: PN10, 16, 20, JIS 10K, ANSI 150-LB

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right 1o change product designs and specifications without notice.




D100 - VAN PHAO

D100 - REMOTE FLOAT CONTROL VALVE

DETAIL DRAWING

Parts list:

No Part Names Material Standard

1 Body Ductile Iron ASTM A536/EN GJS 500 -7

2 Screw Plug Stainless Steel AlISI 304

3 Bottom Screw Guide Stainless Steel AlSI 304

4 O-Ring Rubber NBR

5} Net Ass’y Stainless Steel AlISI 304

6 Disc Ductile Iron+Rubber ASTM A536+EPDM

7 Lower Plate Ductile Iron ASTM A536

8 Diaphragm Rubber+Nylon Fabric NBR/ EPDM+Nylon Fabric

9 Upper Plate Ductile Iron ASTM AS36
10 Bolt Stainless Steel A193 B8
11 Washer Stainless Steel AISI 304
12 Nut Stainless Steel A194 Gr.8

13 Stem Stainless Steel AISI 304

14 Bonnet Ductile Iron ASTM A536/EN  GJS 500 -7

15 Spring Stainless Steel ASTM A313 F304

16 Top Screw Guide Stainless Steel AIS| 304

17 O-Ring Rubber NBR

Unit: mm
DN  Model/No. L 2 < 5 THEC H
PN10 PN16 PN10 PN16 PN10 PN16 PN10  PN16

50 D100-0050 203 165 125 19 4-019 235

65 D100-0065 216 185 145 19 4-019 258

80 D100-0080 241 200 160 19 8-019 289
100 D100-0100 292 220 180 19 8-019 328
125 D100-0125 292 250 210 19 8-019 331
150 D100-0150 356 285 240 19 8-023 427
200 D100-0200 495 340 295 20 8-023 12-023 550
250 D100-0250 730 405 350-355 22 12-923  12-9028 681
300 D100-0300 850 460 400-410 245 12-923 12-928 758
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D100 - VAN PHAO
D100 - REMOTE FLOAT CONTROL VALVE

Float control Pilot valve-Deta

R1/2

Riz

No Part Names Material Standard
1 Body Stainless Steel ASTM A351CF8
2 Disc Stainless Steel+Rubber AISI 304+EPDM
3 O-Ring Rubber NBR
4 Stem Stainless Steel AISI 304
5 Pin Stainless Steel AlSI 304
6 Shifting Yoke Stainless Steel AIS| 304
7 Butterfly Nut Stainless Steel AISI 304
8 Adjusting Block Stainless Steel AISI 304
9 Pole Stainless Steel AlSI 304
10 Ball Stainless Steel AlSI 304
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D100 - VAN PHAO
D100 - REMOTE FLOAT CONTROL VALVE

Diagram of Pipe Connection

1. Main Valve

2. Needle Valve

3. Ball Valve

4. Float Control Pilot
Valve (FCPV)

5. Strainer

OUTLLET

1. Main Supply Line 5. Needle Valve
2. Isolation Valve 6. Ball Valve
3. Y-Strainer 7. Float pilot

4. Main Valve

Ordering Information

D100 -0150-10-D2B

I— D2: Gang c4u - Ductile Iron

B: Mau xanh - Blue
R: Mau dé - Red

D100: Van Phao
Remote Control Valve Mat bich va ap luc:

Flange & Pressure

10: PN10; 1K: JIS 10K

16: PN16; A1: ANSI 150-LB

Valve Size:
0150 : 150 mm
0200 : 200 mm
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Shin Yi

DPac tinh - Features:

e Van hoal dbng Irén nguyén 13c
thdy luc,diéu khién muc nudc
chinh xéc.

Hvdraulically operated, accurate
and repcatable pressure control.
Mang chdn dugc cdu tao bing
Nylon va cao su, tao su bén viing
va chinh xac.

Built in Nylon rcinforced
diaphragm for strength and
accuracy.

Stt dung bo van diéu khién &p luc
(Pilol) d& hoal dong va diéu khién
chinh xac ap luc.

Pressure reducing pilot features
easy operation and accurate
pressure conlrol.

Pugc dan huéng béi truc van trén
va dugi. Lap rdp vao mang chan
van cho tudi tho va dé tin cdy cao.
Top and bottom guided stem and
diaphragm assembly for long lifc
and reliable performance.

C4 trong va ngoai van déu dugc
bao pha béng son epoxy dé chang
siran mon clia mdi trudng. Do day
son epoxy = 300um

Both inside & outside are coated
with cpoxy resin powder. Lpoxy
coaling thickness = 300um

Thigt k€ theo tieu chudn - Design
Standard: BS 5163-2/BSEN 1074-5.
Tiéu chudn gitia hai mat bich - race to
Face Stanclard: BS EN 558-1 Table 1
Series 3 /150 5752 Table 1 Series 3/
ASMEB16.10.

K&t ndi theo ticu chudn - Conncction
Standard: BS EN 1092-2 /1SO 7005-2
/ASME B16.42 /]IS B2220.

D200 - VAN GIAM AP

D200 - PRESSURE REDUCING VALVE

D200 - Dong van giam ap dugc sit dung dé gidm ap lyc dudng ong
va cai dat sdn ap luc ciia hé théng nuéc. Ty dong diéu chinh. Van
hoat dong tran tru khong gay tiéng an.

The D200 is used to lower pipeline pressure to a pre-set value in
water system and building service applications. Automatically,
quietly and smoothly control downstream pressure.

Linh vuc ifng dung - Field Services:

Van dugc Uing qung trong cac nganh cap thoat nuéc, trong chu trinh
nuéc cla hé théng HVAC, hé théng PCCC.

Suitable for water supply. Drainage & water circulation. Heat &
cooling system Including, Air-Conditioning. Fire-fighting & Irrigation
System.

Thong so ky thuat - Technical data:

Kich thusc- Size range: DN50- DN200 mm

Ap suat [am viéc - Pressure rating: 10, 16 kgf/cm®

Nhiét do lam viéc - Working Temp: -10" ~ 80'C

Mai trudng lam viéc - Flow Media: Nu6c, nuéc théi - Water sewage
Két ndi - End connection: PN10 / PN16 / /JIS10K / ANSI 150-LB
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D200 - VAN GIAM AP

D200 - PRESSURE REDUCING VALVE

DETAIL DRAWING

Parts list: No Part Names Material Standard
1 Body Ductile Iron ASTM A536/EN GJS 500-7
2 Screw Plug Stainless Steel AISI 304
3 Bottom Screw Guide Stainless Steel AlSI 304
4 O-Ring Rubber NBR
5 Net Ass'y Stainless Steel AlSI 304
6 Disc Ductile Iron+Rubber ASTM A536+EPDM
7 Lower Plate Ductile Iron ASTM A536
8 Diaphragm Rubber + Nylon Fabric NBR/EPDM-+Nylon Fabric
9 Upper Plate Ductile Iron ASTM A536
10 Bolt Stainless Steel A193 B8
11 Washer Stainless Steel AlISI 304
12 Nut Stainless Steel A194 Gr.8
13 Stem Stainless Steel AISI 304
14 Bonnet Ductile Iron ASTM AB36/EN GJS 500-7
15 Spring Stainless Steel ASTM A313 F304
16 Top Screw Guide Stainless Steel AISI 304
17 O-Ring Rubber NBR
D K C n-gd
DN Model/No. L H
PN10 PN16 PN10 PN16 PN10 PN16 PN10 Pn16
50 D200-0050 203 165 125 19 4-019 395
65 D200-0066 216 185 145 19 4-019 400
80 D200-0080 241 200 160 19 8-019 414
100 D200-0100 292 220 180 19 8-019 420
125 D200-0125 292 250 210 19 8-019 433
150 D200-0160 356 285 240 19 8-023 500
200 D200-0200 495 340 295 20 8-023 12-023 620
250 D200-0250 730 405 350 - 365 22 12-923 12-028 689
300 D200-0300 850 460 400-410 24.5 12-23 12-028 766
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D200 - VAN GIAM AP
D200 - PRESSURE REDUCING VALVE
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Parts List
No Part Names Material Standard
1 Screw Plug Stainless Steel AlSI 304
2 O-Ring Rubber NBR
3 O-Ring Rubber NBR
4 Body Stainless Steel ASTM A351 Cf8
5 Diaphragm Rubber+Nylon Fabric NBR/EPDM-+Nylon Fabric
6 Screw Stainless Stecl A193 B8
7 Washer Stainless Steel AISI 304
8 Plate Stainless Steel AISI 304
9 Hanger Stainless Steel AISI 304
10 Nut Stainless Steel A194 Gr.8
11 Washer Stainless Steel AISI 304
12 Main Spring Slainless Sleel ASTM 313 CI8
13 Bonnet Stainless Steel AISI 304
14 Spring Cover Stainless Steel AIS| 304
15 Bolt Stainless Steel AISI 304
16 Nut Stainless Steel A194 Gr.8
17 Guard Plastic Commercial
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Diagram of Pipe Connection

1. Main Valve

2. Needle Valve

3. Pressure Gauge

4. Pressure Relief Pilot

Typical Installtion

FLOW DIRECTION

S =

1. Main Supply Line
2. Isolation Valve

3. Y-Strainer

4. Main Valve

D200 - VAN GIAM AP
D200 - PRESSURE REDUCING VALVE

4

1

TLOW PIRECTION

5. Needle Valve
6. Ball Valve
7. Float Pilot

Ordering Information

D200-0150-10-D2B

D200: Van Gidm Ap
Pressure reducing valve

D2: Gang cdu - Ductile Iron

B: Mau xanh - Blue
R: Mau dé - Red

L

Mat bich va ap lyc:

Flange & Pressure

10: PN10; 20: PN20; 1K: JIS10K
16: PN16; A1: ANSI

Valve Size:
0150 : 150 mm
0200 : 200 mm
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Shin Yi

Pac tinh - Features:

Van hoat ddng trén nguyén tic
thdy luc, diéu khién muc nudc
chinh xac.

Hydraulically operated, accurate
and repeatable pressure control.

Pon gidn, hoat dong tin cay, dé
diéu chnh va bao dusng.

Simple, reliable and easy to
adjust and mainlain,

Mang chdn dugce cau tao bing
Nylon va cao su, tao su bén viing
va chinh xac.

Built in Nylon reinforced
diaphragm for strength and
accuracy.

Pac diém cla bd van diéu khién
(Pilot) 1a dé hoat dong va diéu
khién chinh xac ap luc.

Pressure  Relicf/Sustaining  pilot
valve features easy operation and
accurate pressure control.

Bugc dan hudng bdi truc van trén
va dugi. Lap rap vao mang chin
chotudi tho va do tin cdy cao.

Top and bottom guided stem and
diaphragm assembly for long life
and reliable performance.

Thiét k& theo tiéu chuan - Design
Standard: BS 5163-2 / BS EN
1074-5,

Tiéu chuén gitia hai mat bich - Face
to Face Standard: BS EN 558-1
Table 1 Series 3/15S0 5752 Table 1
Series 3/ASMLCB16.10.

K& ndi theo Licu chudn -
Conncctlion Standard: BS EN
1092-2 / 1SO 7005-2 / ASME
B16.42/IS B2220.

D500 - VAN XA AP / CHONG VA

D500 - PRESSURE RELIEF / SUSTAINING

D500 - La loai van dugc sii dung nhu la van xa ap hodc van chéng
va trong h¢ théng nuéc clia khu dan cu va toa nha cao tang. Diéu
chinh ty dong chinh xac nhd hé thang Pilot.

The D500 series is used as either relief or sustaining valve of
water supply and building service by a Pilot actuated
automatically.

Linh vuc iing dung - Field Services:

Van dugc ting dung trong céc n,génh cép thoat nudc, trong chu trinh
nuoc clia hé théng HVAC, hé théng PCCC

Suitable for water supply. Drainage & water circulation. Heat &
cooling system Including, Air-Conditioning. Fire-fighting & Irrigation
System.

Théng sé ky thuat - Technical data:

Kich thuéc - Size range: DN50-DN200 mm

Ap sudt 1am viéc - Pressure rating: 10, 16 kgf/cm®

Nhiét do lam viéc - Working Temp: -10° ~80°C

Moi trudng 1am viéc - Flow Media: Nué6e, nubce thai

K&t néi - End connection: PN10 / PN16 / JIS 10K / ANSI 150-LB

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right 1o change product designs and specifications without notice.
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D500 - VAN XA AP / CHONG VA
D500 - PRESSURE RELIEF / SUSTAINING
DETAIL DRAWING
15
N i |
9 '—<
T
Parts list: No Part Names Material Standard
1 Body Ductile Iron ASTM AB36/EN GJS 500-7
2 Screw Plug Stainless Steel AISI 304
3 Bottomn Screw Guide Stainless Steel AlS| 304
a O-Ring Rubber NBR
5 Net Ass'y Stainless Steel AISI 304
6 Disc Ductile Iron+Rubber ASTM A536+EPDM
7 Lower Plate Ductile Iron ASTM A536
8 Diaphragm Rubber + Nylon Fabric NBR/EPDM-+Nylon Fabric
9 Upper Plate Duclile Iron ASTM A536
10 Bolt Stainless Steel A193 B8
1 Washer Stainless Steel AlSI 304
12 Nut Stainless Stecl A194 Gr.8
13 Stem Stainless Steel AlISI 304
14 Bonnet Ductile Iron ASTM A536/EN GJS 500-7
15 Spring Stainless Steel ASTM A313 F304
16 Top Screw Guide Stainless Steel AISI 304
17 0-Ring Rubber NBR
DN  Model/No . K ¢ m-od H
) PN10 PN16 PN10 PN16 PN10 PN16 PN10 PN16
50 D500-0050 203 165 125 19 4-019 415
65 D500-0065 216 185 145 19 4-019 420
80 D500-0080 241 200 160 19 8-019 434
100 D500-0100 292 220 180 19 8-019 440
125 D500-0126 292 250 210 19 8-219 453
150 D500-0150 356 285 240 19 8-023 520
200 D500-0200 495 340 295 20 8-023 12-023 606
250 DB00-0250 730 405 350-365 22 12-023 12-928 692
300 D500-0300 850 460 400-410 245 12-923 12-028 769
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No Part Names Material Standard
1 Screw Plug Stainless Steel A193 B8
2 O-Ring Rubber NBR
3 Seat Stainless Steel +Rubber ASTM A351 CF8+SPDM
4 Body Stainless Steel ASTM A351 Cf8
5 Diaphragm Rubber + Nylon Fabric NBR/SPDM+Nylon Fabric
6 Screw Stainless Steel A193 B8
7 \Washer Stainless Steel AISI 304
8 Diaphragm Plate Stainless Steel AlSI 304
9 Stem Stainless Steel AlSI 304
10 Nut Stainless Steel A194 Gr.8
1 Washer Stainless Steel AISI 304
12 Spring Stainless Steel ASTM A313 F304
13 Cover Stainless Stcel AlSI 304
14 Spring Plate Stainless Steel AlSI 304
15 Adjustive Bolt Stainless Steel AlSI 304
16 Nut Stainless Steel A194 Gr.8
17 Guard Plastic ABS
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D500 - VAN XA AP / CHONG VA
D500 - PRESSURE RELIEF / SUSTAINING

Diagram of Pipe Connection 4

1. Main Valve 363 VN
2. Needle Valve

3. Pressure Gauge 2 X

4. Pressure Relief Pilot

|

FLOW DIRECTION

L =

Typical Installtion

FLOW DIRECTION

5. Needle Valve
1. Main Supply Line 3. Y-Strainer 6. Ball Valve
2. Isolation Valve 4. Main Valve 7. Float Pilot

Ordering Information

D500-0150-10 -D2B

| D2: Gang cau - Ductile Iron
B: Mau xanh - Blue

R: Mau dé - Red

D500 : Van xa ap
Pressure relief valve

Mat bich va ap luc:

Flange & Pressure

10: PN10

16: PN16 A1: ANSI 150-LB
1K: JIS 10K

Valve Size:

0150 : 150 mm

0200 : 200 mm
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Shin Yi

Pac tinh - Features:

Duge ch lao W gang cdu vdi kha
nang chiuluc 16n hon va do bén st
dung cao hon.

Ductile iron made,more stronger
and last longer.

Thiét k€ chéng va dap, néu néi
truc bi gdy khi ¢6 6t0 va cham
manh van van dugc déng kin.
Anti-impact design, stem
coupling might damage after car
impact, can be no leakage during
carimpact.

Than trén cha tru duoc thiét ké
quay tu do 360" nén c6 thé din
huéng truc tiép dong chay dén bat
kivilrinao.

Upper barrel design rotate 360
degree freely, can meet the flow
exit requirement at any direction.

Vi tri déng kin dugc san cpoxy va
boc cao sutoan bo, cho tugi tho la
van cao hon va ngan chdn hién
tugng gl séttham nhéap.

Ductile iron scal coaled wilh
powder epoxy and the rubber
vulcanized on the wegde, can last
long.

Son cpoxy hao phd ca bén trong
1an bén ngoai, chéng dugc tia cuc
tim, khong bi gi sét va &n mon cac
chitigtcliatru. Do day son epoxy

=300pm

Powder epoxy coated inside and
outside, can resist ultra violer
harmness, no rusting and
corrosion. Epoxy coaling thickness
= 300pum

Pht hop véi tiéu chudn - Meet the
following standards TCVN 5739-
1993va TCVN 6379-1998.

FHD - TRU CAP NUGC PcCC

FHD - FIRE HYDRANTS

FHD - Tru c4p nuéc PCCC la thit bj chuyén ding dugc lap dat
doc theo dudng pho, dé nhan vién ciu héa 18y nudc phyc vy cho
muc dich PCCC.

FHD - Fire hydrants is installed along roadside for firemen
emergency use.

Linh vuc ing dung - Field Services:
St dung cho hé théng PCCC.
Use for fire fighting.

Théng sé ky thuat - Technical data:

Kich thuéc - Size range: DN100-DN150 mm

Ap sut lam viéc - Pressure rating: 10, 16, 20 kgf/cm’
Nhiét d6 lam viéc - Working Temp: -10°~ 80°C

Moi trusng lam viéc - Flow Media: Nuéc, nuéc nhigm mén
Water, salt water

K&t néi - End connection: PN10 /16
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SCALE (2:1}
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D K
220 180
250 210
285 240
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8-019
8-019
8-023

250
250
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Parts List & Material

STT Tén bo phan /Part name

V3t liéu / Material

Tiéu chuén / Standard

1 é try / Rending pipe Gang ciu / Nucti e lron ASTM A536
2 Miéng dém dé try / Gaskel Gaa su / Rubher NRR

3 Bulen M20x70 / Bolt Stainless Steel AIS1 304

1 Dai 6 M20 / Nul Stainless Steel S| 204

5 Vang dém / Gasket Stainless Steel AlSI 304

6 Thantry dudi/ Under body Gang cdu / Ducti ¢ Iron ASTM A536
7 Biavan / Disc— EPDM DI+Rubber ASTM A536+EPDM/NBR
8 Pai ac iz van / Bush Diong/ Brass ASTVI 51900
9 Trycvan / Bottom stem Théa khorgg / Stainless steel AISI 410
10 Bulan M8x40 / Bolt Théa khérgai / Staitless steel AIS1 410
11 Bai GeME / Nut Théa khorggi / Staitless steel ERE)
12 Vong dém / Gasket Cao su / Rubber NER

13 Vongan toan / Safety ring Gang cdu / Ductile Iron ASTM AS35
14 Bulon M16x70 / Bolt izt F) Alsl 304
15 Dai6c/ Nat Stainless Steel Alsl 304
16 Véng dém / Gasket Stainless Stecl Alsl 304
17 Rulan M8&x70 / Rolt Théa khérggi / Stailess steel AlSl 304
18 Dai GM8 / Nut Théa khérggi / Stainless steel Alsl 304
18 Tdmnhdnhidu /Name plale  Théakhorggl / Slainless sleel AlSI 304
20 N&iruc/ Connect bushing Gang xdrr / Grey iron ASIM No.20
21 Trucvdn hanh/ Upper stem  Théa khdrggl / Stainless stecl AlSI 410
22 Taantrén / Upper body Gang cau / Ducti ¢ Iron ASTM A536
23 Xich an toan / Sate chain Thep carbon / Carbon steel Alsl 1025
24 Khda xich / Crain lack Thép carbon / Carbon steel AISI 1025
75 Méc ich / Chain Foak Thép carbon / Carban steel AISI 1025
6 Miéng d&m 65/ O-Ring Caa su / Rubber NER
27 Dai Gr65 / Conneclor Gang cdu / Ducli e Iron ASTM A53G
28 Nip 65 / Cap Gang ¢iu / Dueli ¢ Iron ASIM A536
29 Vong dém <n 65/ 0 Ring €Cao su / Rubber NBR
30 Hong lay nuéc 65 / Throat Gang ciu/ Ducti e Iron ASTM A536
31 Bulon luc giac / Hexagon screw Slainless Sleel AISI 1025
37 Vong dém | O-Ring Cao su / Rubber NBRR
33 Vong dém / O-Ring Caa su / Rubher NBR
31 Bai b6 ndm canh / Boll Bbng / Brass ASTVI C51900
an Vg chin bui / O-Ring Cao s / Rubber NBR
£ Nip / Uaper cap Gang ciu / Ducti ¢ Iron ASIM A536
a7 53p / Wax Olefin Thuong mai
18 Bin1 6c M12x30 / Bolt Thep carbon / Carbon steel AIS| 1025
39 3ac chan / Tarust bearing Dong/ Brass ASTVI 51300
40 Hopng l4y nuae 100 / Throat Gang ciu / Durti e Iron ASTM AS36
41 Vongdémkia 100 / O-Ring Caa su / Rubber NER
a2 N&p 100 / Cap Gang cdu / Duclile Iron ASTM A53G
a3 Bai 8¢ 100 / Conneclar Gang cdu / Ducli ¢ Iron ASIM Ab3G
44 Miéng dém 100/ O-Ring €Cao su/ Rubber NBR
45 Dinh &exd / Drair Stainless Steel AIS| 304

H H1 H2 h1 h2 h3

1700 700 1000 660 315 725
1700 700 1000 660 315 725
1700 700 1000 660 315 725




Ordering Information

Model:

FHD - TRU CAP NUGC PcCC

FHD - FIRE HYDRANTS

FHD H - 0100 -16 D2R

FHD: Tru PCCC - Fire Hydrant

Kiéu - Type

H : Try khdng c6 Co 90° - Without 90°C bending Pipe
F : Tru ¢é Co 90° - With 80°C Bending Pipe

D2: Gang ciu -
Ductile Iron

R: mau do - Red

10: PN10

16: PN16

Size:

0100: 100 mm

0125: 125 mm

0150: 150 mm
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Shin Yi

Pac tinh - Features:

Pugc ché tao ti gang cdu vdi kha
nang chiu lyc I6n hon va do bén sa
dung cao hon.

Ductile iron made,more stronger
and last longer.

Thiét k& hinh dang chid Y, cho
dong chay hiéuqua.

Dcsigned Y shapc for better flow
efficiency.

Dia van bing gang cu duoc bao
phl bang son cpoxy va boc cao su d
bé mat dong kin nén ¢6 Wdi tho cao
va khéng bi an mon. D6 day son
cpoxy =300pm

Ductile iron seat coated with
powcder epoxy and the rubber
vulcanized on the wegde, can last
long and no wearing. Epoxy
coating thickness = 300um

Tay van dugc lam bang gang, cao
cdp, ngoal quan dep.

The handwheel is made of ductile
iron, high grade, bonded.

Tryc van dugc ché tao bang thép
khong gi, kha nang chiu lyc 16n,
khongbi anmon va bén viing.
Stainless steel shatt, high strength,
no corrosion, durability.

Phu hgp véi TCYN 5739-1993 va
TCVN6379-1998.

Meet the following standards
TCVN 5739-1993 and TCVN
6379-1998.

TFHA - VAN GOC PCCC CHU Y

TFHA - OUTDOOR FIRE HYDRANT

TFHA-Van goc PCCC chit Y la mt loai van ctiu hdéa chuyén dung
dugc I3p dat ngoai nha. Van dugc sit dung dé€ cho nhan vién ctu
héa thao nuéc ra ngoai trong sudt qua trinh chifa chay.

TFHA- Outdoor fire hydrant is a kind of fire fighting, it was
installed in the outside. It is used for firemen to put out the fire
during emergency.

Linh vuc iing dung - Field Services:
Sudyng cho hé théng PCCC.
Use for fire fighting.

Théng sé ky thuat - Technical data:

Kich thudc - Size range: DN100 mm

Ap suét lam viéc - Pressure rating. 10, 16, 20 kgf/cm’
Nhiet do lam viéc - Working Temp: -10°~ 80°C

M6i trudng lam viéc - Flow Media: Nude, nuse nhigm man
K&t néi - End connection: Mat bich - Flange

Water, sewage, salt water
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TFHA - VAN GOC PCCC CHU Y

TFHA - OUTDOOR FIRE HYDRANT

Cac bo phan chinh

STT  Tén bd phan Vat liéu Tiéu chudn
1 Than chir Y Gang cau ASTM A536
2 Véng dém Cao su NBR
5] Than van Gang céu ASTM AB36
4 4 Dia van GC+Cao su ASTM Ab36+NBR
g 5 Chél Déng Thuong mei
v g . 6 Tree ven Taép knong of AISI 210
o : \ 7 Vong dém Cao su NBR
N 8 N&p van Gang cau ASTM A536
| 7/ il 9 Vong dém Cao su NBR
/ . 10 Tay van Gang Thuong mai
{ 1" Cép an toan Taép knong i AlSI 210
DN 12 Dinh éc Tép knong i AlSI 304
[ w 13 Dau ndi Nhom TCVN 5739:1993
d - 14 Vong dgm Cao su NRR
L 15 N&p day Nhya I huong mai
DN Model/No. D K (o v H n-od
100 TFHA-0100 220 180 19 436 272 8-019

Ordering Information

TFH A-0100-16 D2R

I_ D2: Gang cu

Ductile Iron
Loai - Model!: R: Red
TFH: Van géc PCCC chii Y Ap Iuc - Pressure:
Outdoor Fire Hydrant i .
utdoor Fire Hydran 16: PN16
K&t ndi - Connection: Size range:
0100 : 100 mm

A : Coupling - Cé ngam
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Shin Yi

Pac tinh - Features:

bugc ché tao 1 gang cau véi khd
nang chju luic Ian hon va do bén sa
dung cao hon.

Ductile iron made, more stronger
and last longer.

L& van béng gang cau dugc bao
phti bang son epoxy va boc cao su &
hé mit dong kin nén co tudi tho cao
va khong bi &n mon. B0 day son
epoxy = 300pm

Ductile iron seat coated with
powder epoxy and the rubber
vulcanized on the wegde, can last
long and no wearing. Cpoxy
coaling thickness = 300um

Tay van dugc 1am béng gang, cao
cdp, ngoai quan dep.

The handwheel is made of ductile
iron, high grade, bonded.

Truc van dugc ché tao bang thép
khong g, khd ning chiu luc 16n,
khéng bi an mon va bén.

Stainless steel shaft, high
strength, no corrosion, durability.

Phii hgp véi TCVN 5739-1993 va
TCVN 6379-1998.

Meet the following standards
TCVN 5739-1993 and TCVN
6379-1998.

FHIX - VAN GOC PCCC

FHIX - INDOOR FIRE HYDRANT

FHI - Van géc PCCC la mdt loai van cifu héa chuyén dung dugc lip
dat trong hop PCCC. Van dugc sit dung d& cho nhan vién ctiu héa
thao nudc ra ngoai trong sudt qua trinh chiia chay.

FHI - Indoor fire hydrant is a kind of fire fighting faucet installed
in the box.It is used for firemen to put out the fire during
emergency.

Linh vuc ing dung - Field Services:
St dung cho hé théng PCCC.
Use for fire fighting.

Théng sé ky thuat - Technical data:

Kich thudc - Size range: DN50-DNG5 mm

Ap sust lam viéc - Pressure rating: 10, 16, 20 kgf/cm’
Nhiét d6 lam viéc - Working Temp: -10"~ 80°C

Moi trusng lam viéc - Flow Media: Nuéc, nuéc nhigm man
Két ni - End connection: Ren - Thread

Water, sewage, salt water.
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FHIX - VAN GOC PCCC

FHIX - INDOOR FIRE HYDRANT

Part list & Matrerial

STT Tén b6 phan Vat li¢u Tiéu chudn

1 Body Ductile iron ASTM A536

2 Disc DI+Rubber ASTM A536+NBR

3 Pin Brass Commercial

4 Shaft Stainless AISI 410

5 O-Ring Rubber NBR

6 Bonnet Ductile Iron ASTM A536

7 O-Ring Rubber NBR

8 Handwheel Ductile Iron ASTM A536

9 Screw Stainless Steel AlSI 304

10 Wosher Stainless Steel Commercial

11 O-Ring Rubber NBR

12 Adaptor Aluminum TCVN 5739-1993

13 O-Ring Rubber NBR
DN Model/No A B L h H D
50  FHIX-0050-16 Rc2 G2 63 56 168 100
65  FHIX-0065-16 Rc2 2 G2 % 72 63 175 100
DN Model/No A di d3 da L h H D
b0  FHIA-0050-16 Rc2 43 77 84 92 b6 168 100

65 FHIA-0065-16 Rc2'2 57 93 102 102 63 175 100

Ordering Information

| l D2: Gang céu - Ductile Iron
Model: R: Red
FHI: Van gé¢c PCCC - Indoor fire hydrant Ap Ivic - Pressure
16: PN16
End connection
X : Khong ngam - No coupling Size:
A : Cé ngam - Coupling 0050: 50 mm
0065: 65 mm
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Shin Yi

Péc tinh - Features:

Van dugc thiét k& tien tién. Tiét
kiém lyc va dé dang bdo tri.
Advanced design, less force &
easy for maintenance

Than va ndp van dugc ché tao ti
gang cdu cao cap.

Body & Bonnct are made of high
gracle ductile Iron.

Than van dugc thiét k& phing dé
tranh biket.

Flat bottom design to avoid
clogging.

l4 van bén trong dugc ché tao
biing gang cau, bén ngoai boc cao
su chdt lugng cao.

Inside of w e d g e is made of high
grade ductile Iron, outside fully
covered by high-grade rubber.

Ty van cting cdp, 14 van thiét k&
hién dai nén van dong md nhe,
Tict kiem luc.

Strong stem, modcrn wedge &
light operation, save force.

Than van dugc dac chinh xac co
thé lam viéc duéi &p Iuc cao.
Valve body is made of high-
precision casting can work under
high pressure.

C4 trong va ngoai van déu dugc bao
phlibang son epoxy dé chéng su &n
mon clia méi trudng. DO day son
epoxy = 300um.

Both inside & outside are coated
with epoxy resin powder. Epoxy
coating thickness = 300pum

UL/FM - VAN CONG UL/FM LA VAN BOC CAO SU

UL/FM - RESILENT SEATED GATE VALVES

UL/FM - Van cdng UL/FM la mdt loai van dugc lam kin béng I4 van
boc cao su véi dai 6c c& dinh trén 14 van. Van hoat dong nhe khong
bi ket va bi an mon héa hoc.

UL/FM- gate valvel is a kind of rubber Seated Gate Valves with fixed
nuts on the wedge. The Valve is light operating, no clogging and
no corrosion, good resilient memory & long life service.

LISTED -<—asssme» APPROVED

Linh vuc iing dung - Field Services:
Van duge tng dung trong hé théng PCCC...
Suitable for fire-fighting & Irrigation System

Théng sé ky thuat - Technical data:

Kich thudc - Size range: DN50 - DN300 mm

Ap suét lam viéc - Pressure rating: 10, 16, 20 kgf/cm’

175 PSI - Grooved; 232 PSI/290 PSI flange valve.

Nhiét d6 lam viéc - Working Temp: -10° ~ 80°C

Moi trudng 1am viéc - Flow Media: Nuée, nuéc nhiém man
Water, sewage, salt water
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UL/FM - VAN CONG UL/FM LA VAN BOC CAO SU

UL/FM - RESILENT SEATED GATE VALVES

UL/FM Grooved / Flange Part list:

No Part Names Materlal Standard
1 Sody Dectile ron ASIV /536
2 Wedge LI+liLbber ASIM A5368+=PDM
3 ) Stainless steel AlS 304
4 Wedge Nu Bronee ASTM C51900
5 Slem Slainless sleel AlS 416
6 Bonnel Gaskel Ruboer FPDNV
7 Sots Carbon S-ool Corrmgerial
8 Sonct Ductile 1on ASTV AL36
9 Orirg Rubocr NB3
10 O-irg Ruboar NB3
17 O-rirg Ruboer NB3
12 Press 3ushirg Carbor S-eel Z ncificaicnl Caroon Steel
4 13 Ganc Dectile ron ASINV NE26
4 14 Yolke Ductile ron ASIV /\E26
Ml . 15 3o1s Steirless Steel AIS 416
18 Nuls Slairless Sleel AlS 304
\( 17 Wasae Slairless Sleel AlS 304
18 Slern Nul ASTM C83600
19 Wasae: asS ASTM C31500
20 Fardwheel Carbor Steel/DI Commercic /D1
UL/FM Cap Part list:
No Part Names Materlal Standard
1 Sody Ducl e Iron ASTM ABE36
T 2 Wesge L —Rubber ASTNV AE26+FPDM
722218 3 Wedge Nu. Bronze AS™M CE190G
- 1 Slem Stainless Steel AISI 410
L Bonrel Gaskel I3ubber FPOM
€ 30ls Carben Stee Cormeicial
/ 301nel Duct’e Iron ASTM A536
8 O-ring Rubber NBR
9 Ik~ Bearing Brenze AS™M C83606
10 O-ring Rubber NBR
1 O-nng Rubber NBR
12 Bushng Ny or PA
13 enge Duct & Iron AS IV /536
14 Wasne~ Carben Stee Corymercial
15 3ots Carben Steo Corymercial
16 Wiger Rirg R ng Rubber NBR
17 Cao Duct’c Iron ASTM AB36
18 Bolt Carben Stee Coerymercial

Hoipen)

HeClose)

.,
UL/FM Dimension: Grooved - WP 175 PSI ’ Unit: mm
DN Model/No. L D D1 A B He Ho
50 {2") FRHG-0050 178 60.3 571 15.9 7.9 309 376
80 (3”) FRHG-0080 203 88.9 84.9 15.9 7.9 378 463
100 (4") FRHG-0100 229 114.3 110.1 15.9 € 445 548
150 (6") FRHG-0150 267 168.3 164 15.9 9.5 608 763
200 (8") FRHG-0200 292 219.1 214.4 19 1.1 78 964
250 (10")  FRHG-0250 330 2731 268.3 19 12.7 898 1028
300(12") FRHG-0300 356 323.9 318.3 19 127 1025 1330
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UL/FM - VAN CONG UL/FM LA VAN BOC CAO SU

UL/FM - RESILENT SEATED GATE VALVES

HotOpen)

Hc(Close)

4
PN
i
UL/FM Dimension: PN10/16 Unit: mm
D K (o] n-0d
DN AR L PN10 PN16 PN10 PN16 PN10 PN16 PN10 PN16 He Ho
50(2"”) FRHX-0050-10(16) 178 165 125 19 4-»19.1 309 376
80(3") FRHX-0080-10(16) 203 200 160 19 4-»19.1 378 463
100(4") FRHX-0100-10(16) 229 220 180 19 8-¢»19.1 445 548
150(6") FRHX-0150-10(16) 267 285 240 19 8-022.4 608 763
200(8") FRHX-0200-10(16) 292 340 295 20 8923 12023 759 964
250(10") FRHX-0250-10(16) 330 405 360 355 22 12-¢23 12028 898 1028
300(12") FRHX-0300-10(16) 356 460 400 410 24.5 12-323 12328 1025 1330
UL/FM Dimension: ANSI 150 LB WP-232PSI/WP-290PSI ONLY FOR 37, 47, 6™, 8” Unit: mm
DN Model/No. L D K Cc n-od He Ho
50(2") FRHX-0050-A1 178 152 120.7 15.7 4-»19.1 309 376
80(3") FRHX-0080-A1(A2) 203 191 152.4 19 4-19.1 378 463
100(4") FRHX-0100-A1(A2) 229 229 190.5 23.9 8-019.1 445 548
150(6") FRHX-0150-A1(A2) 267 279 241.3 254 8-1322.4 608 763
200(8") FRHX-0200-A1(A2) 292 343 298.5 285 8-022.4 759 964
250(10") FRHX-0250-A1 330 406 362 30.2 12-025.4 898 1028

300(12")  FRHX-0300-A1 356 483 4318 31.8 12-0254 1026 1330

UL/FM Dimension: PN20 Unit: mm
DN Model/No. L D K (o3 n-pd Hec Ho
80(3")  FRHX-0080-20 203 191 152.4 19 4-919.1 378 463
100(4") FRHX-0100-20 229 229 1905 238 8-»19.1 445 548
150(6") FRHX-0150-20 267 279 2413 25.4 8-1322.4 608 763
200(8") FRHX-0200-20 292 343 298.5 28.5 8-v22.4 759 964
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UL/FM - VAN CONG UL/FM LA VAN BOC CAO SU

UL/FM - RESILENT SEATED GATE VALVES

Non-Rising Stem Gate Valve w/Top Flange
s

4-dd1

N7

DN
PN

L K
UL/FM Dimension: PN10/16 Unit: mm
D K n-0d
Model/No.

DN AL L H Pn10 PN16 PN10 PN16 Pn10 PN16 ¢ A B
80(3") FNCX-0080-10(16) 203 316 200 160 8-019 19 267 49 19
100(4”) FNCX-0100-10(16) 229 359 220 180 8-019 19 267 49 19
160(6") FNCX-0150-10(16) 267 462 285 240 8-023 19 267 49 19
200(8"”) FNCX-0200-10(16) 292 548 340 295 8-»23 12»23 20 267 49 19

250(10") FNCX-0250-10{16) 330 652 405 360 365 12-023 12028 22 267 49 19
300(12") FNCX-0300-10{16) 356 728 460 400 410 12-023 12028 245 267 49 19

UL/FM Dimension: ANSI 150LB WB-232PSI Unit: mm

DN Model/No. L H D K n-Od C A B d1
80(3") FNCX-0080-A1 203 316 191 152.4 4-319 19 267 49 19
100(4") FNCX-0100-A1 229 369 229 190.5 8-019 239 267 49 19
150(6") FNCX-0150-A1 267 462 279 2413 80224 254 267 49 19
200(8") FNCX-0200-A1 292 548 343 2985 80224 285 267 49 19
250(10") FNCX-0250-A1 330 652 406 362 12-925.4 302 267 49 19
300(12") FNCX-0300-A1 356 728 483 4318 12-v254 318 267 49 19
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UL/FM - VAN CONG UL/FM LA VAN BOC CAO SU
UL/FM - RESILENT SEATED GATE VALVES

ERH X-0150 - 16
F : ULFM | |
Méat bich va ap luc:
Loai - Model: Flange & Pressure
R: Ty N&i - Rising stem 135 gmg
N: Ty Chim - Non-Rising stem 20 PN20
Van Hanh - Operator: 25: PN25
H: Tay Quay - Handwheel A1: ANSI 150-LB, WP232PSI
: Tay Quay A2: ANSI 150-LB, WP290PS|
C: Nap Chup - Cap
K&t N@i - End Connection: Valve Size:
X: Mat Bich - Flange 0100 : 100 mm
G: Ranh Ngam - Grooved 0200 : 200 mm
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Shin Yi

Pac tinh - Features:

°

Than va ndp van dugc ché tao tr
gang ciu cao cdp, lrong lugng van
nhe hon 20-30% so véi van dugc
ché taotirgang xdm.

Body & Cover are made of high
grade Duclile iron, less weight
20% - 30% than Clvalves.

Than van dugc thiét k& phing dé
trdnh bi ket. L& van dugc boc cao
su cao cdp ddp Ung cac tiéu chudn
an toan cho nugc udng.

Flat body design to avoid
clogging. Wedge covered by high
- grade rubber which satisties tor
drinking water system.

Ca trong va ngoai van déu dugc bao
phl béng son epoxy dé chdng s an
mon cua moéi truwong. DO day son
epoxy =300um

Both inside & outside are coated
with epoxy resin powder. Epoxy
coating thickness = 300um

Cong tac gidm sat |4y tin hiéu tr
16i nam cham cung cap tin hieu
chinh xac.

Swilch supervised gel signal from
accuracy signal of magnet core

Thiét k& theo tiéu chuin - Design
Standard: BS 5163-1 / 1SO 7259 /
AWWA C509.

Tiéu chudn gitia hai mat bich - Face to
Face Standard: BS EN 558-1 Table 1
Series 3 / 1SO 53752 Table 1 Series,
ASML B16.10, BS LCN1074-1 /
Mounting Flange

Kél ndi theo tiéu chudn - Conneclion
Slandard: BS EN 1092-2/150 7005-2
/J1SB2220/ASME B16.42

RRSX - VAN CONG TiN HIEU

RRSX - SIGNAL GATE VALVE

RRSX - Van cong tin hiéu dién dugc sit dung cho hé théng phun
nudc tu dong trong hé théng PCCC. Thang bao tinh trang ciiavan
déng hoac mé trén bang diéu khién,

RRSX - Signal gate valve use for automatically squirting system in
prevents and fight fire system. and transmitted the signal to
control room for monitoring the valve the open situation.

Linh vuc ing dung - Field Services:
Van dugc Ung dung hé théng PCCC...
Suitable for Fire-fighting & Irrigation System

Théng sé ki thuat -Technical data:

Kichthuée- Size range: DN50-DN300 mm

Ap sudt lam viéc - Pressure rating: 10, 16, 20, 25 Kgf/cm®
Nhiét do lam viéc - Working Temp: -10° ~ 80°C

K&t néi theo tiéu chudn mat bich - Flange standard:
PN10/PN16/PN20 / JIS10K / ANSI 150-LB
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RRSX - VAN CONG TiN HIEU

RRSX - SIGNAL GATE VALVE
Main Valve-RS Gate Valves
;; Parts List & Material
] 19 No Part Names Material Standard
i 18 1 Bedy Ductle Iron ASTM A536
] 17 2 Wecge DI+Rubber ASTM AB36—EPDIM/NBR
| 16 3 Pin Stai~less sweel AISI 30£/318
o 15 4 V/edge Nul Bronzc ASTM C 51900
] l 14 5 Stem Stai~less sweel AIS1 410 /304 / 316L
13 6 Bonne. Gaskel Rubber E>DM/NBR
. 12 7 Bolt Carbon Steel/Stainless Steel Commercial/AlS] 304
) :; 8 Bornet Duct’le lron ASTM A536
' . 9 O-ring Rubber NBR
} s 10 O-ring Rubber NRR
; 11 O-ring Rubber NBR
6 12 Press Bushing  Carbon Szeel ZinciFicatio~ Commercis|
5 13 Glend Duct’le Iron ASTM A536
DNY 4 14 Yoke Ductle Iron ASTM A536
PN: 3 15 Bolt Carbon Steel/Stainless Steel Commercial/AlS| 304
N __: _______ 2 16 Nuls Carbon Steel/Stainless Steel Commercial/AlS| 304
E' ! 17 \Washe~ Carbon S-eel/Stainless Steel Commercial/AIS| 304
! 18  Stem Nut Couple Bronze ASTM C 83600
T 19 Signal Syster Carbon Sleel AS 11/ A105
' 20 Waslhe~ Rrass ASTM C 34500
21 Handwheel Carbon Steel/DI Commerciel
— <
3 2
Kl )
v
vt 2
T
o
Unit: mm
DN Model/N D K n-0d c Hc Ho R
ode 0.
PN10 PN16 PN10 PN16 PN10 PN16 PN10 PN16
50 RRSX-0050 178 165 125 419 19 306 362 150
66 RRSX-0065 190 185 145 4019 19 311 393 150
80 RRSX-0080 203 200 160 8-019 19 386 467 200
100 RRSX-0100 229 220 180 8019 19 445 546 250
125 RRSX-0125 229 250 210 8019 19 470 573 250
150 RRSX-0150 267 285 240 8-923 19 608 759 300
200 RRSX-0200 292 340 295 8-023 12-923 20 745 946 360
250 RRSX-0250 330 405 350 355 12-¢23 12-928 22 902 1153 360
300 RRSX-0300 356 460 400 410 12-¢23 12928 245 1034 1335 360

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right to change product designs and specifications without notice.




RRSX - VAN CONG TiN HIEU
RRSX - SIGNAL GATE VALVE

Ordering Information

RR S X - 0200 - 1D- D2B
Loai - Model- I |_ B: Mau xanh - Blue

RR: Ty N§i - Rising stem gate valve R: Mau dé - Red

D2: Gang céu - Ductile Iron
Mat bich va ap luc:
Flange & pressure

10: PN10; 20: PN20

16: PN16; 1K: JIS 10K
A1: ANSI 150LB

Hoat Déng - Operator:
S: Tin Hiéu - Signal

Valve Size:
0100 : 100 mm
0200 : 200 mm
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Shin Yi

P3c tinh - Features:

e Van dugc thi€l k& theo kicu
léchtam cho luc van thap.
Double eccentric design for

low torque and less seat
wearing.

¢ Van dugc bao phti bdi son
epoxy chéng &n mon. Do day
son epoxy = 300um
Coated with powder epoxy for
corrosion resistance. Epoxy
coating thickness = 300um

e Doéng mé theo hai chiéu nhe
nhang.
Bi-directional tight shut off.

e Haivong lam kin & ty trén gidp
van luén ludn kin trong sudt qua
trinh hoat dong.

Upper shaft have dual o-ring to
prevent from leakage during
operation.

® Thiét ké theo tiéu chuan - Design
Slandard: BS 5155 / API 609, BS
CN1074-1.

e Tiéuchudn gitia hai mathich - Face
1o Face Standard: BS EN 558-1
Table 1 Series 20 / BS 5155/ 1SO
5752 Table 1 Scrics 20 / ASMC
B16.10 / APl 609 / Mounting
Flange

® K&l noi Lheo ligu chudn - 1S05211
Conneclion Slandard: BS EN
1092-2 ; 1SO 7005-2 / ASME
B16.42/)ISB2220

58

WBSS - Van buém tin hi¢u la loai van buém kiéu dia dém cé gén
thém hop tin hiéu dién. Hop tin hiéu s& cung cap tin hiéu t6i
phong diéu khién dé thong béo tinh trang ciia van déng hay mé.
The WBSS is a resilient seated butterfly valve. It is equipped with
aplastic electric signal box, and transmitted the signal to control
room for monitoring the valve the open situation.

Linh vuc Ging dung - Field Services:

Van duge ng dung trong cac nganh cép thoat nude, trong chu trinh
nuéce clia hé théng HVAC, hé theng PCCC...

Suitable for water supply. Drainage & water circulation. Heat &
cooling system Including, Air-Conditioning. Fire-fighting & Irrigation
System.

Théng sé ky thuat - Technical data:

Kich thu6e- Size range: DN50-DN300 mm

Ap sudt lam viec - Pressure rating: 10, 16, 20 kgf/em’

Nhiét d6 lam viéc - Working Temp: -10" ~ 80°C

MOi trudng lam viéc - Flow Media: Nude, nude thai

Water sewage.

Két ndi - End connection: PN10 / PN16 / JIST0K / ANSI 150-LB




WBSS - VAN BUGM TiN HIEU
WBSS - FIRE SIGNAL BUTTERFLY VALVE

Parts List & Material

No. Part Name Material Standard
1 Body Ductile Iron ASTM A536/EN GJS 5007
° 2 Disc Stainless Steel ASTM A351CF8/CF8M
m & Seat Rubber NBR / EPDM
Cf T ?';l 4 Shaft Stainless Steel AISI 304/316/420
0/ | 5 Bolt Carbon Steel + AISI 1025 + Galvanized
! Galvanized
| 6 Washer Carbon Steel + AISI 1025 + Galvanized
! Galvanized
l il 7 Worm Gear Bax Ductile Iron ASTM AB36
8 Hand Wheel Carbon steel ASTM 1025
i 9 Signal Box Plaslic Commercial
Iz
H=H1+H2+H3
DN Model H (0] Cc L
50 WBSS-0050 316 150 42 135
656  WBSS-0065 S 150 44.7 135
80  WBSS-0080 351 150 45.2 135
100 WBSS-0100 389 150 52.1 135
126 WBSS-0125 415 150 54.4 135
150 WBSS-0150 440 150 55.8 135
200 WBSS-0200 521 300 60.6 182
250 WBSS-0250 581 300 65.6 182
300 WBSS-0300 662 300 76.9 182

Blue ( Fully Open )

White { Common )

_— == — — D2: Gang c&u- Ductile Iron

Loai - Model: ~—— | | R Mau 16 - Red
WB: Van Budm au xanh - Blue

Water Butterfly Mat bich va ap lyc:
Flange & Pressure

Hoat déng - Operation: 10: PN10
A . 16: PN16
S: Tin Hiéu - Signal 20: PN20
Type: Norminal Diameter:
S: Center line series 0100 : 100 mm
0250 : 250 mm

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right 1o change product designs and specifications without notice.




Shin Yi

Pac tinh - Features:

Than van dugc ché tao ti gang
cdu v6i khd ning chiu lyc 16n
hon va d6 bén sti dung cao han.
Pudc bao phli bang son epoxy
cd trong 1an ngoai.

The body is made by Ductile
iron, more stronger and last
longer. The bodv are coated
cpoxy both inside and oulside.

St dung ngam bang nhém theo
tieu chudn clia PCCC. Nhiing
chi 1i€1 bén trong déu dugc bao
phti son epoxy dé€ chéng an
mon. Do day son epoxy = 300pm
Inlets are made of aluminum
accord with standard. The
internal parts of the breeching
inlet body are coated epoxy
which is a good anti-corrosion
protection. Epoxy  coating
thickness = 300pm

Thir nuéc toan than cda than
van va hong ti€p nuéc la 18
kgf/cm3. Tha dd kin cla hong
ti€p nudc la 0.2 kgf/em3. Dé
ddm béo ap Iuc nudc thap cling
khong bixi.

The breeching inlet are
individually hydrostatically on
the body and inlets at 18
kgl/em3 and the non return
valves are tested to 0.2
kgt/em3 to ensure no leaks are
cvident under such low
pressure are required by the
standard.

Phii hgp vai TCVN 5739-1993
va TCVN 6379-1998.

Meect the following standards
TCVN 5739-1993 and TCVN
6379-1998.

FHFA - TRU TIEP NUGC PCCC

FHFA - BREECHING INLETS

FHFA — Tru ti€p nuéc pcce trén mat dat la clia ngd dé két néi va
ti€p nuéc cho hé thong pccc trong nha. Thong thudng hé thong
khdng cé nu6c nhung trong truding hgp khan cap doi pcec sé cung
cdp nuéc dé phuc vu pecc.

FHFA - Breeching inlets at ground level provides the connection
to the water supply. The system is normally dry and is charge by
the fire brigade in an emergency.

Linh vuc iing dung - Field Services:
St dung cho hé théng PCCC.
Use for fire fighting.

Théng sé ky thuat - Technical data:

Kich thuée - Size range: DN100 - DN150 mm

Ap sust lam viéc - Pressure rating: 1.0 Mpa - 1.6 Mpa
Nhiét do lam viéc - Working Temp: -10° ~ 80°C

Moi trusng lam viéc - Flow Media: Nuéc, nuéc nhigm mén
Water, sewage, salt water

Két ndi— End connection: PN10, 16, 20, JIS 10K, ANSI 150-LB

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right to change product designs and specifications without notice.




Part list & Matrerial

FHFA - TRU TIEP NUGC PCCC
FHFA - BREECHING INLETS

O
&)
o]

i T
} | L “od
111
ZBR7 i
I
;’/ DN

STT Tén bd phan Vat liéu
1 Valve Body Ductile iron
2 Body Ductile iron
3 Disc Ductile Iron + EPDM
4 Shaft Stainless
5 Spring Stainless
6 Packing Rubber
7 Stopper Ductile iron
8 Screw Stainless
S Adapter Aluminum
10 Cap Plastic
11 Fix Ring Stainless Steel
12 Fix Ring Carbon Steel
13 Gate Valve Bronze
14 Cap Plastic
15 Chain Carbon Steel

DN
150

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right 1o change product designs and specifications without notice.

Model/No
FHFA-0150

D
280

Tiéu chuan
ASTM A536
ASTM A536
ASTM A536 + EPDM
EPDM
AlSI 304
AlSI 304
EPDM
AlSI 304
Commercial
TCVN 5739 - 1993
AISI 304
AISI 1025
Commercial
Commercial
AlSI 1025

L H
2785

n-@d
8-023

61




FHFA - TRU TIEP NUGC PCCC

FHFA - BREECHING INLETS

Part list & Matrerial

STT Tén bd phan Vatliéu Tiéu chudn
1 Valve Body Ductile iron ASTM AB36
2 Body Ductile iron ASTM AB36
3 Disc Ductile iron ASTIM A536
4 Packing Rubber Commercial
] Shaft Stainless EPDM
6 Spring Stainless AISI 410
7 Packing Rubber AISI 304
8 Stopper Ductile iron FPDM
9 Screw Stainless ASTIM A536
10 Adapter Aluminum Commercial
11 Cap Plastic TCVN 5739-1993
12 Fix Ring Carbon Steel Commercial
13 Fix Ring Carbon Steel Commercial
14 Gate Valve Bronze Commercial
15 Cap Plastic Commercial
16 Chain Carbon Steel Commercial

DN Model/No D K C L H n - &d
100 FHFA-0100 220 180 19 290 232 8-019

FHF A - 0100 - 16

|_ Ap luc - Pressure

Model:

FHF: Try ti€p nuoc PCCC - Breeching inlet 16: PN16

End connection Size:

X : Khdng ngam - No coupling 0100: 100 mm
A : C6 ngam - Coupling 0150: 150 mm

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right to change product designs and specifications without notice.




Shin Yi

Pac tinh - Features:

e MGi ndi mém cao su dugc ché
tao tr ba 16p, 16p gt bing
Nylon I6p trong va ngoai déu
bang cao su EPDM. Nén tao do
déo dai, dan hoi va do bén s
dung cao.

Spherical Rubber expansion
joint is made from three layer,
center layer is Nylon, both
inside and outside layers is
LPDM rubber. Therefore It is
resistant elastic and last longer.

e Mat bich dugc ché tao bang
thép xi ma.
Flange is made by plating stee/

e Sdnxuattheotiéu chuin:
1507259-1988
Manufacturing standard meets:
1507259-1988

e Kich thuéc gitta hai mat bich
theotiéu chudn:
F/F (Face to Face)
Meet the following standards:
1S05752-1982, Tablel,
Series3;B55163-1986

e Maithich dugc thiét ké theotiéu
chudn:
Flange design meets the
following standard:
1S07005.2-1998;, LCN1092.2-
1997

SREJ - MOI NOI MEM CAO SU

SREJ - SPHERICAL RUBBER EXPANSION JOINT

SREJ — Mbi ndi mém cao su dugc lip dat trong hé thong bom diung
dé& gidm dp rung clia hé thdng dng.

SRE) - Spherical Rubber expansion joint were installed in the
pumping system to reduce vibration of the pipe system.

Linh vuc iing dung - Field Services:

SU dung trong cac nganh cép thoat nuée, trong hé théng HVAC, hé
théng PCCC...

Suitable for water supply. Drainage & water circulation. Heat &
cooling system Including, Air-Conditioning. Fire-fighting & Irrigation
System.

Théng sé ky thuat -Technical data:

Kich thudc - Size range: DN50-DN300 mm

Ap suat 1am viec - Pressure rating: 1.0 Mpa - 1.6 Mpa

Nhiét do lam viéc - Working Temp: -10° ~ 80°C

Moi trudng 1am viéc - Flow Media: Nuée, nuée nhiém man - Water
sewage.

Két néi - End connection: Mét bich - Flange

© Copyright by Shin Yi valves corp. Shin Yi valves reserves the right 1o change product designs and specifications without notice.




SREJ - MOI NOI MEM CAO SU
SREJ - SPHERICAL RUBBER EXPANSION JOINT

Part list & Matrerial

STT Tén bo phan Vat liéu Tiéu chudn
1 Rubber body Rubber EPDM
2 Reinforcing Fabric Nylon Nylon
3 Tube Rubber EPDM
4 Retain Rings Carbon Steel AISI 1025
5 Flange Carbon Steel AISI 1025

o
N
»
e
a
&
H
s
=

DN  Model/No 2 LS n - @d ¢
PN10 PN16 PN10 PN16 PN10 PN16 PN10 PN16
50  SREJ-0050 105 166 125 4-019 19
65 SREJ-0065 115 185 145 4-019 19
80 SREJ-0080 135 200 160 8-019 19
100 SREJO100 150 220 180 8- 219 19
125 SREJ-0125 1656 250 210 8-019 19
150 SREJ-0150 180 285 240 8-023 19
200 SREJ-0200 190 340 295 8-@23 12-@23 20
250  SREJ-0250 230 405 3O 356 12-023 12-028 2
300 SREJ0300 245 460 400 410 12-Q23 12-828 245

Ordering Information

SREJ-0150-10

Mat bich va Ap luc
Flange & Pressure
10: PN10
16: PN16

Model: |
SREJ: M&i n6i mém cao su
Spherical Rubber expansion joint

Valve Size:
0150: 150 mm
0200: 200 mm
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